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GNSS 네트워크구성도GNSS 네트워크구성도
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BeiDou (중국)기본설정모드
(동시 수신)

채널동시수신기능 윈도우 리눅스 서버
GPS Antenna 72채널동시수신기능

NTP 프로토콜

윈도우, 리눅스 서버
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GNSS 모듈서비스개요GNSS 모듈서비스개요

얼 파 신단을사용하여 개의 시 템 예• 듀얼주파수 RF 수신단을사용하여두개의 GNSS 시스템(예 : 
GPS(미국), GLONASS(러시아), BeiDou(중국)) 동시수신가능

• 기본설정 : GPS (SBAS 와 QZSS(일본,호주) 포함 ) 와 GLONASS 
동시수신모드

• QZSS 와 SBAS(GPS 부가서비스) 는 GPS 시스템과동일주파수
대역사용대역사용

• 진보된 RF 설계아키텍쳐와간섭방지기능은안좋은 GNSS 환경에
서도최대성능지원

• 72채널동시수신기능• 72채널동시수신기능
• Passive & Active GPS 안테나를위한최적의성능지원
• BeiDou (중국) GNSS 는 2020 년에글로벌서비스지원
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GNSS 모듈하드웨어사양GNSS 모듈하드웨어사양

Parameter SpecificationParameter Specification 

Receiver Type 72-channel  engine  
GPS L1C/A  (미국)
SBAS L1C/A (GPS 부가서비스)( )
QZSS L1C/A  (일본 호주)
GLONASS L1OF (러시아) 
BeiDou B1 (중국) 

GNSS GPS & GLONASS GPS & BeiDou GPS 

Time-to-First-Fix Cold start
Hot start 

26s
1s

27s
1s

29s
1s

Sensitivity Tracking & Navigation
Reacquisition

–167 dBm
160 dBm

–165 dBm
160 dBm

–166 dBm 
160 dBmReacquisition

Cold start 
Hot start  

–160 dBm
–148 dBm
–156 dBm

–160 dBm
–148 dBm
–156 dBm

–160 dBm
–148 dBm
–156 dBm

Max navigation 
update rate

10 Hz 10 Hz 10 Hz
update rate 

Accuracy of time 
pulse signal

RMS
99%

30 ns 
60 ns 

Operational limits Dynamics
Altit d

≤ 4 g 
50 000
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Altitude
Velocity

50,000 m 
500 m/s 
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