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Network DiagramNetwork Diagram

Line2001 Legacy PBX

AP-WP100 WIFi Phone

Line2002

10/100M
AP-WP100

Access Point

PBX

AddPac Hybrid IP-PBX

LAN

Line 2003

[Ethernet]
[Ethernet]

LAN
Analog FXS, Digital E1

AP-WP100

www.addpac.com 3



SIP RegisterSIP Register

Line
AddPac Hybrid IP-PBX

AP-WP100

10/100M

[Ethernet]
LAN, WAN

AP

REGISTER

100 Trying

OPTIONS

Allow : INVITE, ACK, OPTIONS, BYE, REFER, SUBSCRIBE, NOTIFY, INFO, PUBLISH

200 OK

200 OK

www.addpac.com 4



SIP Message FlowSIP Message Flow
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IPNext Hybrid IP-PBX Solution 
for SMBfor SMB
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IPNext SMB IP-PBX Comparison Table

Model IPNext190 IPNext187 IPNext185 IPNext180

IPNext SMB IP PBX Comparison Table

Service Features

Registration User 150 150 240 100Registration User 
Number

150 150 240 100

Concurrent Call User 
Number

50 50 120
(Up to 4E1)

30

IP 4/IP 6 D l S t S t S t S tIPv4/IPv6 Dual
Stack Support

Support Support Support Support

VoIP 
Signaling 

Internal SIP SIP SIP SIP

External H.323/SIP H.323/SIP H.323/SIP H.323/SIP

Powerful IVR, UMS, 
Media Service, User 
Presence Service

Support Support Support Support

RTP Proxy Service Support Support Support SupportRTP Proxy Service
(IPv6, Private IP)

Support Support Support Support

LAN Port 2 2 2 2

VoIP Module Slots for 
PSTN

4 Slots
(8 P t M d l )

3 Slots
(8 P t M d l )

2 Slots
(8 P t M d l )

2 Slots
(8 P t M d l )
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PSTN (8 Port Module) (8 Port Module) (8 Port Module) (8 Port Module)

VoIP Interface FXS,FXO,E1/T1  FXS,FXO,E1/T1  FXS,FXO,E1/T1  FXS,FXO,E1/T1



IPNext180 Hybrid IP-PBX

www.addpac.com 8



Product Overview

• IP based Advanced Hybrid IP-PBX Solution

IPNext180 Next Generation Hybrid IP-PBX System 

y
• IP Multimedia Telephony Solution for Small Office
• PSTN Interface (FXO, FXS) Support

P f l M t d U F i dl F t• Powerful Management and User Friendly Features
• Fault Tolerant and Scalability Architecture
• High-performance Video, Audio, and Voice Serviceg p
• Firmware Upgradeable Architecture
• IVR Service with Scenario Editor 
• Voice Mailing Service• Voice Mailing Service 
• Presence Service for High-End IP Key Phone, UC 
• RTP Proxy Service for Private IP service
• SIP, H.323 Signaling for Outbound Calls
• Various Call Scenario (Call Pickup, Call Park, Call Transfer, etc)
• Various IP Terminal Support
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• Various IP Terminal Support 



Hardware Specification 64bit

CPUp

RISC Microprocessor Computing Power

CPU
IPNext180 Next Generation Hybrid IP-PBX System 

• RISC Microprocessor Computing Power
• Main Chassis

Fixed Network Interface– Fixed Network Interface
• Two(2) 10/100Mbps Fast Ethernet 
• One(1) RS-232C Console (RJ45)

– Two(2) VoIP Module Slots for FXS, FXO etc
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Hardware Specification 64bit

CPUp CPU
DSPIPNext180 Next Generation Hybrid IP-PBX System 

IPNext180 Front Side

Console Port

LAN0(10/100Mbps)
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LAN1 (10/100Mbps)



Hardware Specification RISC

CPUp CPU
DSPIPNext180 Next Generation Hybrid IP-PBX System 

PSTN Interface Module
IPNext 180 Back Side

Power Switch

Power Inlet
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Hot-Swap Switch & LAMP Indication



Thank you!
AddPac Technology Co., Ltd.

Tech SolutionTech. Solution

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail ts@addpac.com
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