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e © login user authentication failed 2012-06-01 07:51:12
—__‘:_ System Admin (5 LastLogin at June 08 11:29:56AM (172.16.30.41)
s Summary
* Add an User Extension * Add an Analog Extension = Add 2 Conference Room
Quick Menu + Add a VoIP Trunk * Add an Outgoing Call Rule + Add an Incoming Call Rule
* Extensions * Terminals
Linked [T
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= Status
You 113
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* Overview

» System Requirement

« WSMM Login

» Extension Management
 Trunks Management
 PBX Services Management
« System Admin Management
e Summary

» User Portal web page

Smart Multimedia Manager

Addpa‘ www.addpac.com



What's New in WSMM (web based Smart Multimedia Manager)

« Simple Menu and Easy Configuration
* Provides Built-In IVR Scenario Editor and Service Configuration

* Provides easy-to-user IP-PBX System API Services and ways to
integration with 3" party systems

* Integrated voice line management such as FXS, FXO, E1, GSM, 3G
« User portal to configure personal information, call forwarding

« Diagnostic tool to analyze SIP Call flow, current status and problems
for terminal and trunk

AddPac www.addpac.com



WSMM (web based Smart Multimedia Manager)

 Windows XP, Vista, Windows 7, Windows Server 2000/2003

e Linux/ Unix Platform

« Microsoft Internet Explorer 7.0/8.0/9.0

 Google Chrome / Mozilla Firefox / Safari / Opera

« Javascript + HTML supported browser ( Android, iPhone, iPad,... )

Addh‘ www.addpac.com



() Administration Tool Suite:

- ¢ 1D 172.16.1.19/main

WSMM Login
Execute web browser to enter the IP
address of IP-PBX then WSMM
accessible login screen will de displayed.

AddPac
IPNext PBX System

.................................................

Administrator ID root

Password e

Administrator Authentication

Enter administrator ID and password to
complete authentication by clicking login
Smart Multimedia Manager.

AddPac
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Smart Multimedia Manager

E Extensions | = staws | il UserExtension = |
» BExtensions Add an User Extension
¢ DR « Add ¥ cancel {5k Advanced Options
* Routing Access Lists N
5 Racminatprotlea A sy & HelpzExtension - Chrome — -—.xl‘:' = ®=
v Terminals - 1
First Name
m Trunks Last Name *
1 Help :: User Extension
@ PBX Semices Voice Mail Password =
g System Admin User Password *
s Summary gumEmmnEnn ': D et 1 % Analog Extension
= u Titie |
" User Extension m 1 AesissRa
Getting Started 2 Email i<
= “ou should select one of analog FXS port in this PBX. An analog phone or
= Home Phone legacy PBX line can be attached to this analog extension. The analog port

already assigned to other analog extension will not be shown at the list.

Linked E : ll.ohile Phone .
facebookﬁ < ooooo User ID ] 4% User Extension
Yﬂum = Extension

Photo This is a phone number of this user. For convenience, it is recommended
to assign same digits length to user extensions. This user extension is
also a user id for login user portal and default user id for SIP registration for

Select Photo registering SIP phone unless setting User ID option.
Routing Access
List 1 =
=] Routing Access List internal )| = First Name [/ Last Name
@ This is userg4l first name and last name like Michel Jackson
& Advanced Options
Terminal Profile default il [
General Settings  Security Profile default 2% [
(=] Use RTP Proxy |

Generate Ring Back Tone at
i
PBX

presentation Default s

HELP

WSMM provides HELP for each functions. Click
HELP to display new screen and detail
description of setup is clearly explained in
homepage.

Addec www.addpac.com
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media Manager

E Extensions | #8 Status || = UserExtension = |
+ Extensions Meodify the User Extension
+ Directory

«  Apply ¥ Cancel

Routing Access Lists

§ob  Advanced Options

+ Terminal Profiles Extension *
v Terminals Fi e
irst Hame

m Trunks

Last Name *
£ DX sendces Voice Mail Password *
zﬁ_‘. System Admin User Password *

Department
‘,m Summary

Title

User Extension
= Email
(7]
Home Phone
- = Mobile Phone
Linked
User ID
facebook [}
A (11 Tube
Photo

Routing Access

List - =
Routing Access List
& Advanced Options

Terminal Profile

General Settings  Security Profile

7] Use RTP Proxy

Related Links

WSMM setup page provides related link
functions. Related links helps easy operation of
IP-PBX by providing link.

ck Tone at

focnmtation.

AddPac

1009 3~ 8 digits
ByoungGoo

Choi

[1111

root

Select Photo

internal 7

default 552

default [~

[}

L Nefault
Copyright ® AddPac

4digits and user potal login

For SIP registration

Search
ex) manager
ex) admin@addpac.com

ex) 123-456-7890

*
[

ex) 123-456-7890

SIP registration ID

(Maximum File Size: 100KB)

& Related Links

WS UserF’nrtaIr\

+ Routing Access Li
+ Terminal Profiles
+ Security Profiles

* Pickup Group

EEEEEEEESESEESE SN ey

' Description

Auser extension is an IP
Phone (SIP / SSCP phone)ora
soft phone for end user_ltis
composed of user profile,
phone number and terminal
belongs to the user.

EEEESEEEENENENENENNENERNEEN,
&% Related Links

= WSMM User Portal

= Routing Access Lists

= Terminal Profiles

= Security Profiles

= Pickup Group
.

EEEEEEEEEE,

YEEEEEEEEEEEEN

A EEEEEEEEEEEREENEE AN
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Smart Multimedia Manager

e Extensions Il [ Statisrh @_ Terminal Diagnostic ;:
+ Extensions Terminal Diagnostic [=] 1009 (172.16.18.100)
+ Directory % Cancel

Sontirig hcos sk e"NEENINEEEEEEEENEEEEEEEENEEEEEE,

» Terminal Profiles : You can check network connechivity fr PBX to the terminal by Network Connectivity Test and also you can check SIP awareness of the terminal by checking response message
n u from the terminal by SIP Aware'.l'q'P ]
+ Terminals u [ =
" ‘4 Start Network Connectivity! /] J
m Trunks = [
= Step1.
L . essfully pinged 172 16.18.100 which is just provisioned to phone
ESgN BELCocmaces = 1. Network Connectivity Test ooy from 172.16.18.100 time=100ms l0ss=0% © Succeeded
- -
% System Admin : 2. SIP Aware Test Tm£ phone"72.16.18.100%is successfully responding SIP OPTIOMNS. & Succeeded
— ‘ammnnm samsmmnn?®
qUENEEEERER SEEEEEEEENEEEEREDN -w
ﬁ Summary a At this step, you can make a test call on the diagnostic terminal % some destination number. If this terminal has problem on local call, the destination could be a local extension
. ™ otherwise the destination could be mobile or PSTM number. ThE call trace shows information whether the call is properly handled or not.
L]

This test call can be traced only one administrator at same, nme:and simultaneous test call will not be allowed.

ol

1005 <+ Start Outbound T

‘Outbound Call Test Make atest call 10 @ Succeeded

2012-06-12 20:15:36 deviceId: 70 calle

1009 (aﬁ ee: 1005 Call Test Start.
18.100:5060)
mm

EEEEEEEEEEEEEER EEEEEEEEEEEE®
facebookﬁ SIP/2.0 200 OK
Via: SIP/2.0/UDP 172.16.17.30:5060; branch=z9hG4bKd&4fobofad11
Yﬂu TllhB From: <sip:dial-service@l72.16.17.30>; tag=d84f0b0fad
To: <sip:l0098172.16.18.100=; tag=dc4fazc5a4

Call-ID: dca3d74f-519d-aze8-80c5-0002ad4038e20@172.16.18.100
Cseq: 11 INVITE

Session-Expires: 1800;refresher=uac

User-Agent: AddPac SIP Gateway

Contact: sip:1009@172.16.18.100

Require: timer

Content-Type: application/sdp

Content-Length: 179

w=0

0=1009 1339532254 1339532254 IN IP4 172.16.18.100
s=AddPac Gateway SDP

c=IN IP4 172.16.15.100

Step 2. £=1339532354 O
. - JAVP O
Diagnostic 000/1
It provides to display terminal and trunk status SE L s .

inspection in IP-PBX 172,16.17.30:5060; branch=z9hGabkd84foboFas11

ervice@l72.16.17. 30>; tag=d84t0obofas
Step 1 .16.18.100>; tag=dc4fazcsas
F 519d-a2e8-80c5-0002a4038e2c@172.16.18.100

- Network Connection Test 1800; refresher—uac

- SIP Aware Test G172 16. 15, 150
Step 2. - b1ication/sdp

- Outgoing Call Test

Addec www.addpac.com




Smart Multimedia Manager
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E Extensions | = Status | IVR Scenarios :.

m Trunks

IVR Scenarios

«* Apply [E] save # Cancel
PBX Senices
VR Scenario
+  Speed Button Profiles Properties Hame
» Announcement and Tones @ Description

IWR Scenarios
sEEEEmEEnm
ﬁ\’RScenano sequence

“Woice Mail Service

RTP Proxy Service

b Play 'Eu'lr
+ Semvice Codes Menu (AddPac) = ]
F =
+ Day Templates = M Muiti iy
S N B = ] Check Extenslo
v Security Profiles
=% TRUE
»  Service Monitoring P Play
ca Transfer
a System Admin = ¥ FALSE
b Play (Wrong Mumber)
m Summary i Goto
=do

I Play (Connect)
[+ Transfer
=481
I Play (Connect)
ca Transfer (Voice Mail)

e
Getting Started co,

inked ady2
Lirs m I Play (Announcement)
facebook ﬁ (+ Transfer

= Mo Match

Play (Thank you )
€5 Disconnect

=& Mo Input
b Play (Please Press Mumber)
& Goto

v

A (I Tube]

O e e e

*
L]
L]
L]

Built-in IVR Scenario Editor
WSMM is embedded with IVR Scenario Editor.
An administrator may create/edit IVR scenario
without using special tool
IVR Scenario Sequence

- Start

- Menu / Play / Transfer / Check Extension /

Goto / Disconnect

AddPac

addpac

EEEEEEEEEEEEEEEAEEEEEEEEEEEEN,

anm

T

TEEEw
Menu @

*
Ypssmmmnn

This action inputs a single digit or multiple digits from user phone
and branches to an event handle by matching input digit.

MName = AddPac

File Path hello_full Open

Cancelable

If this option is enabled, you can stop the sound by pressing any key.

Initial Timeout 10 =
~
Allowable Count 5 ~
Single Digit
Add Single Digit Event of |3 M @
Multi Digit
Add Multi Digit Event with Inter Digit Timeout |7 : Sec
and Max Digit Length | 4 s ©

www.addpac.com

sEEEEEw,

smmmn®

Ysammnn

= Description

Using this built-in IVR scenario
editor, you can create a new
IVR scenario or modify it. The
created scenario is generated
to voice XML file and loaded to
interpreter when you apply this
scenario. This VR scenario
can be tested by call to VR
extension where this scenario
is applied.



“ Trunks
== PBX Sernices

Fa System Admin

Main Menu
Through left “Main Menu”,
setup IP-PBX policy.

I Youb s

Alarm Message
It displays IP-PBX system
errors

Short Cut
A short cut link.

Welcome to AddPac IP-PBX Unread Alarm Message @

&) login user authentication failed 2012-06-01 07:51:12
e

€
LastLogin atJune 08 11:29:56AM (172.16.30.41)

B A A A A A A A A A A AR A A AR R AR AR A A A A A A AR AR A A A R AR AR AR AR A A A R AR AR A A A A A A AR AR A A A AR R K AR A A A A A AR AN AN ENAEAEAEAEAEAESESEESESEsSEsEsEsEAsEEssnsnnnnnnna’

= Add an User Extension = Add an Analog Extension * Add a Conference Room H
Quick Menu = Add a VolP Trunk = Add an Outgoing Call Rule = Add an Incoming Call Rule :
= Extensions = Terminals -

Status
It displays current IP-PBX
system major status

|
........................................................................................................................................................................ .
System Trunks
JEEEE—
= = — -
|' SHE mmm 51 I
Memory | S— o L Call Manager 1 0/100
Storage 7% mMcu [E— o - o R—— oD
=] [ Presence | e— s T [ [u] Biemal e Gareway
nework (53] () VR C——oMoo « SKN_TG (00}
100 Media C———omoo
Ty ums ———onoo W scom [, {040}
gistered (2) RipProxy C_—————_0/M100

Unregistered (3}
Uncenfigured (0}

Unused license (95) FXS (1) - EI - EI E1 {0} -I: -m:
a 1 2 3 o 1
o (] ] ] ol
4 5 [:] 7
csma N 0N 0
0 1 2 2

AddPac
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ensions 1 g start |
W3 Trunks Welcome to AddPac IP-PBX :  Unread Alarm Message @,
=5 PBX Services L S 2 © loginuser authemicatiun:h"i:l'i - 2012-06-01 07:51:12 .
% System Admin Last Login at June 08 11:29:56AM (172.16.30.41) E I-’?Fﬁi ] E
ol iy NsssssussssannsnnnsnnluanasunnnannnauanESuREENRREERES
* Add an User Extension * Add an Analog Extension > Add a Conference Room
Quick Menu = Add a VolP Trunk * Add an Outgeing Call Rule * Add an Incoming Call Rule
* Extensions = Terminals
Linked [{3]
facebook 3 - =
You (D ,-'.'ﬂ Start | qx alam + | *
1= L
E Level: Al v Ak All v Period: | 2012-06-01 [~ 2012-06-08 [ o Search Y Refresh
E Level Weszsages DateTime
E 1 (0 Minor - NTPtime sync senvice started! 2012-068-0107:54:35
E 2 (@ Major  fip service disabled by operator 2012-06-0107:54:02
E 3 () Minor  network interface fastetheret 0/0 now up 2012-06-01 075335
E 4 (@ Major  diskupper quota limit exceeded 2012-06-0107:53:.04
- = — reshold exceeded! 2012-06-0107:51:55
Alarm History
Main page displays alarm message. Click uthentication failed 2012-06-01 075112
Unread Alarm Message to display alarm history — 1
page at the bottom. It also displays IP-PBX W& gy |- Bol)
system errors.

Addpa‘ www.addpac.com



E Extensions | @ start |
Wy Trunks Welcome to AddPac IP-PBX
Unread Alarm Message @)
=@ PBX Services L S © login user authentication failed 2012-06-01 07:51:12
kel
% System Admin LastLogin at June 08 11:29:56AM (172.16.30.41)
‘.iﬁ Summary SIS E NN NN NN NN NN NN NN SN NSNS EEEEESENENEEEEENEENEEEENEEEEEEEEEEEEEEEEEEEE,
L] = Add an UserExtens\o:E‘."._ * Add an Analog Extension * Add a Conference Room :
L]
Quick Menu = » Add a VoIP Trunk f' - = Add an Qutgoing Call Rule = Add an Incoming Call Rule :
.
- » Extensions [ = Terminals :
— essssssmsssmmsmmEnsn AN SN NN NN NN NSNS NN NSNS ENNEEENNSSENNNSENNNNEEEEEEEEEEED
Linked [{3]
facebookﬂ SN SRS EEEEEEEEE AN ESESEEEEEEEEESEEEEEEEEEEEEEEEbEEREEEEEE,
f : \ 3
& |8 Status \i) User Extension = |
‘fﬂl.l- J » sl e 1
"
< I Add an User Extension
«  Add ¥ Cancel 45 Advanced Options
- A -
Extension 3~8digits '~ Description
FifeL N A user extension is an [P
Phone (SIP / SSCP phone) ora
Last Hame *

soft phone for end user. Itis
composed of user profile,
Voice Mail Password * 4digits and user potal login phane number and terminal

belongs to the user.

User Password * For SIP registration
Department Search &% Related Links
Title ex) manager + Routing Access Lists
User Extension «Terminal Profiles
@ Email ex) admin@addpac.com « Security Profiles
+ Pickup Group
Home Phone ex) 123-456-7890

ex) 123-456-7890

Quick Menu
A short cut link for favorite. It provides Extension Sl et
/ Conference Room / Trunk / Call Rule /
Terminals short cut link to improve the

Convenlence of user. (Maximum File Size: 100KB)

s EEEEE NSNS EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE®

ddPac 1999-2012 All Rights Reserved

\J

Addec www.addpac.com



(e

Follow Us

You may check AddPac product information,
solution and etc. through Linked, Facebook,
YouTube.

- T Stascon .5 VOIP.
ol Tormination
System ) VolP GSM
Mok VoiP Cally wih
your Noki Matile
*
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Extensions 1 2 Stan‘lllllllllllllllllllllllllllllllllllllllllllllllll.
: Linked [T _
m Trunks We
. LinkedIn®] 7}2I814M U X|9! 7-28) AddPac Technology HE§ 1 |tkednny 2% (1)
2 A o .33 71U 2ayy
[_@- PBX Services P ::..JE!,?JM%%’%E.!#%FEQ 12 2012-06-01 07:51:12
"
u
E_E* System Admin " AddPac Technology * &|& > AddPac Technology Hybrid IP-PBX System
s -
. SRETIE T
Summary [
u Pac Technology Hybrid IP-P:
"'IIIIIIIIIII.- E AddPac Technology Hybrid IP-PBX System R SRR
= .
ettina Started co l‘_QH _ > Add an Incoming Call Rule
= ]
] -
] - .
n - facebook .
] [ ]
= . "
=1 g AddPac Technology [
n e H 2 Facebook O HEILILE "
e &
 limiiad. > AddPac .
- L] " [ ]
h [ ] AddPac Technology < B0R "
s L »
= = . Trunks
It 8 i e R———
. . “a £ B T T PP ST T T E P T TP PP TP PP L PP PP TP rIon
. =
g . ] S = Youf] o swm Wiz mewl | = s
- L]
1 L . " = AddPac Hybrid IP-PBX IPNext180 | [PNext187 / IPNext190 (16/24/32 Port)
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- 1 S Gunss
. u b :
. L] L L
[y ] a I
- ®ann : "
5 A "
o 20 an 60 =0 1:|= ™ f::il.._u..m: AddPac .
"
I Registered (2) ] . '
I unregistered (3} n r "
| uncenfigured (0} - u :
Unused license (95} . . M: »
" — v g u
. o o r
i m= L]
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Smart Multimedia Manager

E Extensions | @ start |
Wy Trunks Welcome to AddPac IP-PBX
Unread Alarm Message @)
=@ PBX Services L S © login user authentication failed 2012-06-01 07:51:12
o
% System Admin LastLogin at June 08 11:29:56AM (172.16.20.41)
‘,i‘ Summary
* Add an User Extension * Add an Analog Extension > Add a Conference Room
Geﬁiﬁg Started co Quick Menu = Add a VolP Trunk * Add an Outgeing Call Rule * Add an Incoming Call Rule
- : . * Extensions = Terminals
—
Linked [{3]
facebook I3 SN N R R R AN EE N EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEREEEE,
» Status |
YouRLL: 1 9
(Tube] .
1]
o =
: User Extensions System Trunks
n
n
: Hl e
n . 3 - -
| ] - | W HEE mmm 5L |
L ]
"
o Memory 0% CallManager qasssnddiEsssssssnnssnesnnesEnEsnnEEnnsnnndnunEnEEN,
L Storage 7% MCu SRS o e £y
= a
g > Network [ [l el = Voics Lines .
: o 20 40 80 20 100 E:‘xga = e 2 Cancel :
.
m [ Registered (2} RipProxy [ :
B [ unregistered (3} " Sot/Port Type Status  Patern Comnecton PLAR  hputGan  Output Gain  Caler D Moddfy ™
5 I unconfigured () - 1 . PO ide 0 0 Disabled .
1] Unused license (95) FXS (1) E1 (0} IE 2 18 X0 ide ] 0 Disabled :
: L 3 m FXO ige ] 0 Disabled []
n s ;‘ﬂ-n\:vl 4w X0 ide ] 0 Disabled :
: FXO (1) E e 5 2 GSM unreg [] 0 Disabled [ ]
n = Trimk 8 csu unreg. [} 0 Disabled :
- Tom GSM unreg. o [] Disabled "
L GSM (2) ‘: 8 29 GSM  unteg (] 0 Disabled L]
L]
L]
Status . ] Set/Pot Typs  Sislus  Pamem  ConnectonPLAR IputGam OulputGad Clock Soures Protocsl Enuist Moddty b
You may check current IP-PBX major . om | T[00 [B1 [ o [0 lMeewr | Newos :
. . . . 2 0w E1 down 0 0 Master Natwork u
information. It supports Terminal, Trunk Register - .
Status, System Status (Memory, Storage, 2012 ANl Fighis Rs Scifot Ty Sm  Metw D Pswed bouGan  OumiOsn CorD  Noddy s
. . 1 W Fxs ide L] o Disabled L]
Network, Service),, Voice Module Status (FXS, I - - o 0 Deaes .
1 L] 3 m Fxs ide o o Disabled "
FXO, E1, GSM) Check and main menu short cut : ! R i o e .
H L4
function. e nEEEEEEEEREEREREEEREEEEEEEEEEEEEEEEEEEEEEEEEEEEEEmEEst

Addec www.addpac.com



Smart Multimedia Manager

| @ start |

+ Extensions l} =
r

Directory

Routing Access
2 root

Terminal Profiles

Terminals

EEEsEEEEEEEER
Trunks

PBX Services

facebook 3

A1 Tube]

L]

=

— -
—_— .
a 20 40 60 B0y
[}

[ Registered (2) d
Unregistered (3} =

L)

I unconfigured (0}
Unused license (85}

—
s
(£ LastLogin atJune 11 04:38:52AM (172.16.1.50)

Welcome to AddPac IP-PBX

Linked

facebook 3

YoullH

Extension

Extension setup is possible to operate IP-PBX
operation. User Extension / Analog Extension /
Hunt Group / Pickup Group / Conference Room /
IVR Extension

AddPac

Smart Multimedia Manager

47 Extensions

=

3

Unread Alarm Message @)

No Unread Alarm Message

| @ Start | (i Extensions * |

+ Extensions Extensions
Directory All Extensions ~ tan Exte 4 Search | 4k AddanExension | @ Refresh
+ Routing Access Lists
Modify = Delete  Extension Number Type Name Date Created
Terminal Profiles
= I m 1007 5 User Extension Jinsuk Choi 2012-06-08 17:54:53
rminals .
2 i 1008 5 User Extension ByoungGoo Choi 2012-06-08 17:58:05
“ Trunks 5 W 3000 = User Extension BongYoung Jeong 2012-06-08 17:59:14
4 i 1008 5 User Extension SeangHyun Lee 2012-06-08 18:59:48
PBX Senvices
5| 2 w1010 8 Analog Extension JongHwee Kwen 2012-06-08 18:36:34
EL System Admin & & & conference Room Ad-Hoc Defaults 1999-11-30 08:00:00
7| G 0001 @ voice Mail vmail_rec 2012-06-08 17:49:53
fs summary 8 0002 @l voice Mail vmail 2012-06-08 17:49:54
9| 2 0003 @1V Mail vmail neautn 2012-06-08 17:49:54

| ® Status || = Add an Extension = |
Add an Extension

¥ Ccancel

Analog Extension
An analog extension is a kind of user extension who has FXS (Foreign exXchange Station) analog veice line.
Normal analog phone is connected at this extension

Hunt Group

A hunt group has members of user extensions. Within a hunt group, an available member (user extension)
can receive a call to the hunt group extension. A hunt group has one of simultaneous, sequential or random
call hunting mode

Pickup Group
A pickup group has members of user extensions who can pick up a ringing call within the group. The
pickup group extension number is used for picking up a call by other group member.

Conference Room

A conference reom extension is used for making a conference room. In case of dial-out conference, when a
privileged user calls to conference room extension, all conference participants receive call to join. In case of
meet-me conference, conference participants call to conference extension to join.

IVR Extension

An IVR (Interactive Voice Response) extension has a role of auto attendant for incoming calls from trunks. It
incoming calls from trunk are routed to an VR extension by incoming call rule, the interactive scenario will
be proceed to transfer the call 1o a proper user extension

All Rights Reserve
EmEEE

www.addpac.com
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Smart Multimedia Manager

| @ start |

Extensions

Welcome to AddPac IP-PBX

Directory

5 2
Extensions iI_,.:..u'l,.
=

'
Routing A 5
outing Acce s

Terminal Profiles

v+ Terminals

« L]
w Trunks

C— .
PBX Services k Menu :e e —
— i '
E System Admin : :“e:“’"s
» Directory
L]
;m Summary W * Routing Access Lists
)

Terminal Profiles

rminals

| & Staws | Trunks

PBX Senices

Linked [3]
facebook 3

A1 Tube]

User Extensmr: System Admin

Summary

{ Linked [

e —
a 20 40 80 g facebook ﬁ

: You(ITH)

[ Registered (2)

I unregistered (3)

I unconfigured (0}
Unused license (85}

Directory

It displays user organization department. Each
user may setup department in User Extension.
Use directory to use click to call function in user
portal web page.

AddPac

—
s
(£ LastLogin atJune 11 04:38:52AM (172.16.1.50)

Smart Multimedia Manager

Unread Alarm Message @)

No Unread Alarm Message

| @ Stant || 5 Direclory || = Exensions = | -
L
Directory -
.
4k Add o Modify | 3¢ Delete || @ Refresh =
= -
PE-A .
< =) it
L BongY Jeong 1101 fiDescoosan .
a L
ik SeangHyun Lee 1008 In this directory page, you can =
PETEEY 3dd / delete / modity .
N departments of your u
< ER AR organization. The users canbe | B
L. DongHee Jang 1020 sdded at User Extension pags. = B
2 This directary i used for .
&k Smart work showing user profile and dlick .
4 28 Smart Management to call atuser portal web page. | ®
L
L Bong¥ong Jeong 3000 Hello ~ | am Jeong BongYang »
4 28 Smart Framewark u
& BYJeong 1100 :
L SangGyun Lee 1005 .
AL HyungSuk Oh 1008 Have a nice day ~ :
2 ByoungGoo Choi 1009 &
.
L ]
L
- - L
| ® Status | .
"
n
L
User Extensions System Trunks =
|
n
i .
|
. ]
L
Memary Call Manager 10100 |
Storage Mcu —— o2 |
= Presence ——Joroo « Internal Trunk Gateway  (0/0) |
Network VR [ — T « SKN_TG (010) |
a 20 40 80 80 100 Media C——oroo
D Trunk 00
) UMS [—Terer 28 Paicoiy Tr ooy E
I Registered (4) RipProxy 10100 |
[ unregistersd (4) =
[ unconfigured (0) = = =
- v - |
Unused icense (82) Fxs o [HNS .
o EE] o u
.
som [l |
2 u
-

M S A — -
ssssssssssssssssssssnnmmnnnnnnns®
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Smart Multimedia Manager

| @ start |

Extensions

Extensions
e T Welcome to AddPac IP-PBX

hY
Routing Access

Terminal F'roﬁ\e..“

Unread Alarm Message @)

root No Unread Alarm Message

—
s
(£ LastLogin atJune 11 04:38:52AM (172.16.1.50)

]
.
-
u
.
"
o
]
o]
"
"
+ Terminals -

o EEEEEEER
w'ﬁunks

=& PBX Senices Ck Menu

Smart Multimedia Manager

#7 Extensions

v Extensions

| @ Start | £ Directory = || £ Routing Access Lists = |

= . Routing Access Lists
Eu. System Admin =
- + Directory =k Add a Routing Access List &' Refresh

+ Routing Access Lists

;& Summary

+ Terminal Profiles 1 E internal internal access control

rminals

W3 Trunks

PBX Services

| = Staws |

Linked [3]
facebook 3

A1 Tube]

System Admin

Summary

| 8 sStaws || @ Routing Access List = |

«  Add ¥ Cancel

£ Theand
Name ~

Routing Access
List

o 20 20 80

L] .
[ Registered (2) Description
[ unregistered (3) Select Outgoing Call Rules to allow routing. You can adjust routing priority by drag and drop a rule
I unconfigured (0} among Allowed Outgoing Call Rules.
Unused license (85}
‘Qutgoing Call Rules Allowed Qutgoing Call Rules
Name Hame
Allowed Outgoing )
Call Rules
(]

Routing Access List
Apply call rules regarding outgoing call routing
for external bound trunk in IP-PBX.

CEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE

AddPac

www.addpac.com

Modify ~ Delete | Mame Description Date Created
2012-06-08 17:49:54

" Description

You can permit outgoing call
routings to specific trunk by
adding Outgoing Call Rules.

4 Related Links.

- Outgoing Call Rules

'llIlllIlllIlllIlllIlllIlllIllIIllll_llIIIIIIIIIIII--I-II-_-

.
ssssssssssssssssssmsnnmmnnnnnnns®

17



Smart Multimedia Manager

E Extensions

v+ Extensions

Welcome to AddPac IP-PBX

+ Directory

Routing Access Lists

/ root
Terminal Proﬁ\es.ii" ;

—
s
I (£ LastLogin atJune 11 04:38:52AM (172.16.1.50)

Terminals o ]
L

E PBX Services

ssmEmm
runks

Smart Multimedia Manager

k Menu = Ext | O start |
= 3 Exensions

v Extensions

Directory R Add a Profile

Routing Access Lists

Terminal Profiles k! E

erminals

W3 Trunks

3 PBX Senvices

Linked [3]
facebook 3

A1 Tube]

"
User Extensmr: E5  System Admin

s Summary

Terminal Profiles » |

No Unread Alarm Message

Terminal Profiles
«” Global Terminal Settings

Modify = Delete | Name

default

Unread Alarm Message @)

& Refresh

Description

Date Created
2012-06-08 17:49:40

Global Terminal Seftings * |

[~ == == —
elniyle sl n -l | | 88 Status || & Terminal Profile = ||

"~ Description

Below settings are applied
whole terminals in this system
including trunks. Some VolP
settings can be customized to
terminals by Terminal Profile

e
: ] < Apply ¥ Cancel
- L
= e e 7 3; facebook ﬁ Calling Party Presentation @ allowed ©) Restricted
[ Registered (2) . Vﬂ"m General Settings  -2n9uage Korean P
[ unregistered (3) - @ [£] Call Duration Limit
I unconfigured (0} . Call Duration Limit e S—
Unused license (95} u =
- Off-net Trasfer [C] Off-net Transfer
. Initial Digit Timeout 15000 <! (1000~100000ms)
Dm;::i':;:“‘ First Inter Digit Timeout 3000 <! (1000~100000ms)
- @ Second Inter Digit Timeout 3000 < (1000~100000ms)
L
Number of Digit{First Inter n =
o Digit Timeout) > (1~100)
Internal Call default ~
Terminal Profile DistinctveRnd  extomal Cal seraur |~
Setup SIP/SSCP/Timeout/Ring/VolP setting in @ Intemal Forwarded Cait setautt |
IP-PBX. It supports global setting and terminal Exteal Forwarded Call serun g
prof"e_ Keepalive Timeout 30 <1 (10-88400sec)
snmmmmmEn snmmmn ammmnn a ammmnn

AddPac

www.addpac.com

L]
L]
L]
.
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Smart Multimedia Manager

E Extensions

v+ Extensions

+ Directory

Routing Access Lists

Terminal F'roﬁ"ia.'ﬂi. )

Terminals

root

-

Linked User Extensiom
L

facebook 3 i
i .

YoulllD .

L]

.

o -

a 20 40 60 B0y

.

[ Registered (2)

I unregistered (3)

I unconfigured (0}
Unused license (85}

Welcome to AddPac IP-PBX

—
s
(£ LastLogin atJune 11 04:38:52AM (172.16.1.50)

Smart Multimedia Manager

&3 Extensions
1 &

Extensions

Directory

Terminal Profiles

rminals

W3 Trunks

PBX Services
. System Admin

s Summary

Getting Started

Linked
facebook 3

YouITD)

Terminals

You may search/setup/change the status of SIP,
SSCP, External Terminal status in IP-PBX.
Extension, Name, User Agent, IP Address,
Register Status, Mac Address, Terminal Create
Time

AddPac

Routing Access Lists

Unread Alarm Message @)

No Unread Alarm Message

Create Time

2012-06-08 17.54:53

2012-06-08 18:53:49
2012-06-08 18:36:35
2012-06-08 17:58:06

2012-06-08 17:59:15

Auser extension is an IP
Phone (SIP/ SSCP phone) or a
soft phone for end user. Itis
composed of user profile,
phone number and terminal
belongs to the user.

» WS User Fortal
- Routing Access Lists

| @ Start || ) Terminals
Terminals
All ~ | | Extension ~ 4 Search & Refresh
Modify Delete  Diagnose Extension Name User Agent P Address. State MAC Address

1 [2 o] @ 1007 Jinsuk Choi @ Unregistered

2 & i @ 1008 SeongHyun Lee @ unregistered

3| [ [} @ 1010 JongHwee Kwon  AddPac SIP 172.16.17.30 @ Unregistered

4| & ] @ 1009 ByoungGoo Choi  AddPacAP-V.. 172.16.18.100 @ Registered 0002.3403.8.

5 [ i @ 3000 BongYoung Jeong  AddPac SIP 1721618101 @ Registered

| [ Stats | 3 UserExension = |
Modify the User Extension
«  Apply ¥ Cancel 46 Advanced Options
— 3000 = =

Extension 3~ 8 digits -
First Name BongYoung
Last Name * Jeong
Voice Mail Password ™ - 4digits and user potal login
User Password * 111 For SIP registration
Department Search &% Related Links
Title ex) manager

User Extension
Email ex) admin@addpac.com

@

Home Phone

Mobile Phone

user ID

Photo

www.addpac.com

ex) 123-456-7890

ex) 123-456-7890

SIP registration 1D

(Maximum File Size: 100KB)

« Terminal Profiles
* Security Profiles
« Pickup Group

*
NN NN NN NN NN NN NN NN NN NN NN NN NN EEEEEEEEEEEEEEEEEEEEEE
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Trunk - Trunks

Smart Multimedia Manager
Extensions (s
R

b4
m Trunks [

+ Trunks

Welcome to AddPac IP-PBX

c
e e aw root

* Incoming Call Rule

EEEEwEnEEES

RS PR SA NS

:e Extensions
BB Trunks

» Trunks

[ ]
» OQutgoing Call Rules

Incoming Call Rules

Linked [ ' :
facebook 3

Youl[TH

2 system Admin

- ; s
User Extensior{ i Seor

" Getting Started co

1 Linked [
» facebook [ £]
L]
n

AT Tube)

=
—_—
a 20 40 a0

I Registered (2}

W unregistered (3)

I unconfigured (0}
Unused license (95)

Trunk

A trunk setup for IP-PBX in order to make a call.
You may setup VolP Trunk, SIP Proxy Server,
and H.323 Gatekeeper as well as to check the
register status in accordance with Trunk types.

AddPac

Last Login atJune 11 04:38:524M (172.16.1.50)

Unread Alarm Message @)

No Unread Alarm Message

Smart Multimedia Manager

| @ Start || @ Trunks |

Trunks
| Al Trunks dk AddaTrunk @ Refresh
Modify ~ Delete | Diagnose = Mame Type IP Address State
1 | @ Internal Trunk Gateway VolIP Trunk 127.0.0.1 @ Registered

| & Stats | @ AddaTrunk x|

172.16.19.201
172.16.19.200

@ Dacom_Trunk

SKN_TG

SIP Proxy Server @ Unregistered

@ Registered

==

VolIP Trunk

s

Add a Trunk

# Cancel

VoIP Trunk

This is a generic VoIP Trunk which can register te this PEX or communicate without registration. The VoIP
Trunk could be VolP gateway which has analog FXS, FXO, E&M line, digital E1, T1 line or mobile GSM line, or
IP-PBX or other SIP / H.323 Trunk

SIP Proxy Server

This could be VoIP service provider who operates SIP Proxy Server and provides VoIP service to public
telephone network or mabile network or other VoIP network. Also, this could be an IP-PBX wha provides SIP
server features. This PBX should register to the SIP Proxy Server for receiving incoming calls and sending
outgoing calls

H.323 Gatekeeper

This could be VoIP senvice provider who operates H.323 Gatekeeper and provides VolP service to public
telephone network or mabile network or other VoIP network. Also, this could be an IP-PBX wha provides H.323
Gatekeeper features. This PBX should register to the H.323 Gatekeeper for receiving incoming calls and
sending outgoing calls

www.addpac.com

-
-
-
»
-
-
-
Description Date Created "
2012-06-08 17:4
n
2012-06-08 18:5
2012-06-08 15: %
' Description

Using the trunks, user
extensions in this PBX can
communicate with remate
users in public telephone
network or mobile network or
other VolP network including
branches

*
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L]
L]
L]
.
*

20



Smart Multimedia Manager

E Extensions (s
enmEEREEEREEEREEE,
. Trunk: .
.
S E0R Trunke .. & Welcome to AddPac IP-PBX Uhtead AL Mestage 2N
: + Trunks I Hotii ia i E
-
:. Outgoing Call Rul&]"T aw FoOt o nrea S
" - g LastL tJune 11 04:38:52AM (172.16.1.50
3+ Incoming Call Rules S C )
.

SEE" PER AN

Smart Multimedia Manager

iy

System Admin

e Extensions | @ Start || s alarm = * Outgoing Call Rules »
L]
Ll Outgoing Call Rules
n B Trunks ety
[ s Addan Outgoing Call Rule | & Refresh
® > Trunks
L] Modify Delete  Name Pattern Trunk Date Created
u * OQuigeing Call Rules - —
i =2 i esternal rule 8T 2012-04-04 09:39:48

Incoming Call Rules

——— (52 PBX Senices
| E@ Status

Linked [3)
facebook 3

Youl[TH

L system Admin
=

-
User Extensior{ iy Summary

|| staws || = outgoing Call Rules * |
Getting Started o,
\B Add an Outgeing Call Rule

«  Add ¥ Cancel 45k Advanced Options

[ =

s Linked ﬁ

L Name * = ipti

» facebook [ = pescription

[}
| ] A (1l Tube An Outgaing Call Rule controls

s - Patterns * (10-8#0.TF outgaing call routing to a
a 20 20 &0 oM < specifictrunk An outgoing call

[ | Outgoing Call Rule from user extension can be
I Registered (2} Add Trunk routed to trunk by selecting an

@ Outgoing Call Rule which has

. Unregistered (3) Select a Trunk Modify = Delete matched pattern with dialed

digits of the call. Also, an

Trunks of Outgoing Call * incoming call from a trunk can
be applied to Outgoing Call
Rules by an Incoming Call Rule
for routing to other trunk

I unconfigured (0}
Unused license (95)

lllllll’,l‘

Called Number Translation & Add Rule @ Related Links

Translation Rule Wodify | De
« Trunks

Outgoing Call Rules

A call rule for external call routing. You may
apply various options such as Outgoing call rule Ll
(Number Translation, Routing Mode, Display
Name Presentation, P-Asserted Identity
Presentation) for outgoing call rule.

Calling Number Translation 5 Add Rule

Transiation Rule Modify | De

NN NN NN NN NN NN NN NN NN NN NN EEE NN NN EEE NN NS EEEEEEEEEENEEEEEEE

*
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Smart Multimedia Manager

i |
Extensions (s
smmEEm

&
m Trunks

+ Trunks

Welcome to AddPac IP-PBX

& 2
* Qutgoing Call Rules »,"

. e
* Incoming Call Rulg

L3
am FooOt

RS PR SA NS

:e Extensions
W Trunks

Trunks

[]
* Quigeing Call Rules

Incoming Call Rules

Linked [ ' :
facebook 3

Youl[TH

£ system Admin

2 Si
User Extensior{ iy Somemary

WS |
" Getting Started co

. =
o Linked ﬁ
L]
a facebook [
-
H . (M Tube]
—_— ..
a 20 40 a0 so: d
I Registered (2}
W unregistered (3)
I unconfigured (0}
Unused license (85) :
-
.

Incoming Call Rules

A call rule for incoming call through trunk . You
may apply various options such as (Number
Translation, DID)

AddPac

Unread Alarm Message @)

No Unread Alarm Message

5 Last Login atJune 11 04:38:524M (172.16.1.50)

Smart Multimedia Manager

‘Status || =% Incoming Call Rules * |

Add an Incoming Call Rule

« Add | 3 Gancel
Hame * =
Description
Internal Trunk Gatewa:
i - z The Incaming Call Rule
Incoming Call Rule . [ SM_SIP_Provider controls incoming call routing
Trunks of Incoming Call * B s from specific trunks by looking
up calling party number and
[ ischoi_gk called party number of the call.
Applying this rule, the incoming
calls are routed to VR
The incoming call can be routed to an IVR extension or a single user extension by pattern matching to called party numt extension, user extensions, or
calling party number of the call other trunks. Using malicious
callfilter, call might be dropped.
Route to an extension by called number & Add Rule
&% Related Links
Transfer Rule: Modify  Delete
«Trunks
+ Outgoing Call Rules
single Extension
Routing
Route to an extension by calling number 4 Add Rule
Transfer Rule Modify = Delete
Ifthe called party number of the incoming call contains user extension number, it can be routed to the destination extens
using DID (Direct Inward Dialing) rule
Route to ipl by called o Add Rule
Multiple Extension Route DID Rule: Modify ~ De
Routing(DID)

The incoming call from a trunk can be routed to other trunks by applying Outgaing Call Rules

[7] Called Pattern

te delete

digits from the front and adding

Trunk Routing 1o outgoing call rules

L]
L]
L]
.
*

www.addpac.com
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Smart Multime Manager

|
Extensions [ suay)|

siiiaennnnnnn,| Welcome to AddPac IP-PBX
& PBXSenices =~ =

amEm,

+ Speed Button Profs

Announcement a dlf

VR Scenarios

+ Voice Mail Service : _
+ RTP Proxy Service = = 7 Extensions | @ stat | i SpeedButton Profiles * |
L] L] &
» i u - Speed Button Profile
Senvice Codes = a, n Tranks pe:
+ Day Templates L] - o4k AddaSpeedButton  «” Global Presence Setting & Refresh
m 5 E3 Pexs
+  Security Profiles n . enices. Modify  Delete  Name Description Date Created
- J 43
T § + Speed Button Profiles 1| [ T button profile 2012-04-02 10:43:18
EEEEEEEEEEEREERS L]
1 ouncement and Tones
E= System Admin [ i_stas 1 ® »+ VR Scenarios
'l
w * Voice Mail Service
1+ RTP Proxy Senvice
User Extensior * Senice Codes e ——— ~
w * DayTemplates ¥ Status | i SpeedButton Profiles * |
L]
" F e kil Speed Button Profiles
= o Y ® + Senice Monitoring
Follow Us = « Add | % Cancel
F - . = E System Admin
Linked =
= Profile Name*™ @ eae
£ book ﬁ u oy Summary General FaDescrintos
aceDOoo! [ Description

Add/ Delete / Modify Speed
Button which can be applying to
« Add a Speed Button IP Phone which has a capability
L 20 A Ha: 4l Name Extension Type Type Modify | Delete 1D Show speed butoniss and

call status provided by PBX.
W Registered (2) Follow Us 1 $ 2 | Extension |v | ~ w The maximum number of

YoulITH

Getting Started co.

I3 = speed bution is determined by
[ unregistered (3} o Linked ﬁ Ha Py number of speed buttons an
I unconfigured (0} i 0SD (On Screen Display) or
Unused license (95) = facebook ﬂ g:)ﬁ‘\:a\ speed buttons of IP

-

L

s pl{Tube Speed Button

L}

L

Speed Button Profile .
A function for IP/VP-Phone. A newly created
speed button list may check in phone. Use :
idle/Ring/Connect status and touch to call .
function for each extension. :
[(RESAE RS S RER SR SN El L] I"

Addec www.addpac.com
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E Extensions [ suay)|

*
]
PBX Semices (]
=
n

ks
ssmEEEm

+  Speed Button F'ruﬁ’r;‘s'.

(RRLLLN

[~

Announcement an

VR Scenarios | [0

WVoice Mail Service

- S
: + RTP Proxy Service : E Extensions | @ start | & Directory = /|| ! Extensions = || '« Announcementand Tones * | :
: +  Senice Codes n E— Announcement and Tones :
1 Day Templates 5 Language: | Korean ~ |« Reslore Default Menls  «# Global Media Sefing 5 Refresh :
. (55 PBX Senices .
Security Erofles : Modify D Announcement Description Custom File Scheduled :
Service Monitoring 5 SpeedButon Profies [-1 400110 Connect EEE ] "
T nouncementandTonss | ) 400120 Retry LW B0 T AL 2N e
Cua System Admin | ® Staus | IVR Scenarios &7 400130 No Number 21 LHe 2Hy =
+ Voice Mail Senice 7 400140 Over Caunt £l £ 7 OHY e
‘m Summary » RTP Proxy Senvice & 410110 Greeting ER=g L
L] -
3 410120 Connect to attendant SHHRID B
User Extensior] & sevice Codes 410130 Connect 2 EERT .
: Danlemplaes 7 410140 No Number 2 HEgses :
" || rotes 1 410150 Over Time 22z 2R "
e \ + Senice Monitoring o a20110 Busy =5t = oHY .
- - = 7 420120 Mo Answer S Z 2HH (]
F System Admin
Linked ﬁ E\” =7 420130 System Normal Fail E3H &0 SHH s
i s Summary o1 420400 Thank you Ul &ALl .
facebook 3 . o1 430110 Press Password HIZs gim oty =
= L]
1 430120 Over Count 2 4 AT} RHK
-
Ynu Getting Started co 430130 Connect 3 EEEELT] n
O R A - 1 430140 Over Time 2 T Eses r
I Registersd (2) Follow Us. = = = n
u tered (3 o | [ Status | 5 Modify the Ani ]| .
= U:;?‘.;gjed((;} 1 Linked | @ Status ' Modify the Announcemen -
L] L]
Unused license (95} s facebook ﬁ Announcement and Tones .
- -
o M Tube) « Apply | |3 Gancel »
L’ -
& i Announcement ID 400110 = [
nnouncemen E riptio
Inouncemen®  Description EERET Eibascriion .
Language Korea You can upload new -
announcements from your PC .
Hpisad and each annauncement can :
- be assigned to lime schedule
File List File name File type Media type Version Uploa: -
Announcement and Tones 400110_kraudio.ulaw.wav package audio 850 2012 .
A setup to manage an announcement (Dial-tone, .
C |t t W t t . |P PBX . Create New Schedule :
onsu = one! al Ing- one) In = Sewlce' Scbdule Sollines Mo. Name Start date End Date Start Time I EndT L]
q q .
Announcement may select either Korean/English .
Afl q q =
and administrator may upload Ment File directly. .

L]
L]
L]
.
*
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E Extensions [ suay)|

=% PBX Senices

Welcome to AddPac IP-PBX

ks
ssmEEEm

(RRLLLN

—
s
+ Speed Button Profiles 5 () LastLogin atJune 11 01:51:12PM (127.0.0.1)
v Announcement and Tane
i

VR Scenarios

Woice Mail Service

E + RTP Proxy Service | B Stat | 4 SpeedBution Profiles » | 4 Announcementand Tones » || & IVR Scenarios » L
: + Senice Codes IVR Scenarios
1 Day Templates =R Create New IVR Scenario | ¥ Refresh
Security Profiles Modify = Delete = Name Description
4 [ i attendant Auto Attendant scenario

Service Maonitoring
EEEEEEEEEEREERS

I:%.. System Admin

IVR Scenarios

| B Status |

Voice Mail Service

‘m Summary

RTP Proxy Senvice

» Senice Codes

User Extensiol

i VR Scenario *

Sas |

Day Templates

I_C‘;I;ﬁ nEéiarEeTj L GOJ
e — %
N\
Linked [3]
facebook [

ssmsha

Security Profiles IVR Scenarios

Senice Monitaring

. system Admin
] © Description
u iy Summary

« Apply | [] Save 3 cancel

Description

IVR Scenario sequence Using this built-in IVR scenario

5 start editor, you can create a new
YI]IJ & start IVR scenario or modify it The
o 20 p created scenario is generated
to voice XHL file and loaded to
I Registered (2) ﬁ This is an entry point of IVR scenario. All IVR scenarios must £ interpreter when you apply this
= ‘Start’ action, scenario. This IVR scenario
[ unregistered (3) Linked ﬁ can be tested by call to IVR
I unconfigured (0} extension where this scenario
Unused license (85} facebook 3 Iappited

N Tube]

IVR Scenario

WSMM is embedded with IVR Scenario Editor.
An administrator may create/apply IVR scenario
without using special tool.

*
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Smart Multime Manager

|
Extensions [ suay)|

siiiaennnnnnn,| Welcome to AddPac IP-PBX

.
o u
u PBX Senices []
= = & root
L L]
+ Speed Button Profiles 5 () LastLogin atJune 11 01:51:12PM (127.0.0.1)
v Announcement andToneé.

VR Scenarios

B a
Y
WVoice Mail Service "

+  RTP Proxy Service I? = 7 Extensions | ® status | o Voice Mail Service = |
L]
" = = 2 =
.
Service Codes ) “ ks Voice Mail Service
+ Day Templates - - «  Apply # Cancel Gk Advanced Options
L] L]
PBX Senices
v+ Security Profiles L -
. = Retrieving Extension by Other | gogq =
v Service Maonitoring Ul IBnccd Bulluabrofies Voice Mail Phone Description
S e 1 ouncementand Tones | Extensions  pegreving Extension by D00z = e
(= : ————— X ) Owner Phone. anage Voice Wail service
S, Sv=tem diin | §@ Status | ® » VR Scenarios @ properties. Setvoice mail
£ = Leave Extension 0003 senvice extensions, message
w © Voice Mail Service H
ox settings and voice mail
® + RTP Proxy Senvice & Advanced Options notification settings
L]
User Extensior] * Senee codes Audio Message Length 2 -5 3 seconas
w * DayTempiales T
Per Extension Had Quota <
® . Security Profiles Message Box @ ve
\ 1 SELP © Delete OId M ® Block New M
= = A ® > Senice Monitoring Over HDD Quota clete essage ock New Message
Follow Us 1 @ a
= = "\ ! a System Admin Use Account Blocking
Linked = i
. ,
= ok summary Password Fail Count < saconas
facebook [ .

Enable E-mail Notification
For E-Wail notification, SMTP server setting should be set by click here.

Ynu m;:ﬁﬂ.‘::gn Attach File to Email
" e @ Del?le Fi!e After Email
. Registered (2} W MNotification
I unregistered (3} Linked m Enable SMS Notification
I unconfigured (0} SMS Settings .
Unused license (95} facebook ﬁ ® SIP Port 5062 < (default 5062)

YouITH

Voice Mail Service .
Voice Mail Service let you setup Voice Malil
Extension, Message Box, Notification, and SMS e
related setup. Each user may check the received .
voice-mail, SMS through user portal web page. ;

Addec www.addpac.com



PBX Service - RTP Prox

Manager
E Extensions | B Start |
SIS s siaanan, | Welcome to AddPac IP-PBX

L]
= PBX Seni
s S : ; root
+ Speed Button Profiles : () LastLogin atJune 11 01:51:12PM (127.0.0.1)
v AnnouncementandToneé.

VR Scenarios

Smart Multimedia Manager

Voice Mail Service |

| % sStatus | 7. RTPProg Senvice * |

RTP Proxy Service

= 7 Extensions

Service Codes L

W Trunks

PBX Senvices

Day Templates

Security Profiles -
"

Speed Button Profiles

I EEEEEEEEEEEEEEEEEETSN

s

Service Monitoring "
EEEEEEEEEEEERS ouncement and Tones

System Admin

IVR Scenarios

| H Staus |

Voice Mail Service

‘m Summary

RTP Proxy Senvice

User Extensiorf * Senice Codes

Day Templates
Security Profiles

Senice Monitoring

E. system Admin

[]
]
[]
-
[]
L]
L]

o
]
[]
L]
L]
L]
L]
[]
[l
[
[]
-

iy Summary

facebook [

YoulITH

o 20 40

I Registered (2)

I unregistered (3} Linked ﬁ
I unconfigured (0}
Unused license (95} facebook 3

You(ITH

Y

RTP Proxy Service

RTP Proxy supports smooth call conversation by
acting as rtp packet relay for each different
network (private/ public) Call. RTP Proxy
Service provides various options such as (Port
range / DSCP)

AddPac

RTP Proxy Service

« Apply | X Cancel

RTP Proxy Settings 'die Timeout 600 < (0~7200, default 600seC)
@ 0 = -
Packet Loss Event Count < (0-65535, defauit 0)
“IPv4

Add Network Domain

Port Range
Network Domain DScP Modify Delete
Minimum Maximum
Network Domain
@ “IPv6
Add Network Domain
Port Range
Network Domain DScP Modify Delete
Minimum Maximum

www.addpac.com

) Description

Wanage RTP Proxy Service for
AT traversal. Normally, RTP
proxing between private
network and public network will
be autematically handled by
PBX. If you got problem to hear
voice from remote side, enable
option of RTP proxing in trunk
setting or user extension
setting
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= 7 Extensions
L]
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PBX Senvices

Service Codes

« Apply | X Cancel 48 Aavanced Options

Speed Button Profiles Call Park

ouncement and Tanes Call Pickup

IVR Scenarios
General Code  call Forwarding All Register

Voice Mail Service
Call Forwarding Al Activation

RTP Proxy Senvice

+ Senice Codes Call Forwarding All Deactivation

Day Templates
Security Profiles

(& Advanced Options

Call Reject{Absence) Activation

Senice Monitoring
a S Call Reject(Do Not Disturb) Activation
Call Reject Deactivation

Call Waiting Activation

Call Waiting Deactivation

Call Forwarding All o Voicemail Register

Call Forwarding Busy Register

1 Linked [
b Call Forwarding NoAnswer Register
1 facebook 3
Call Forwarding NotReachable Register
L]
. A1l Tube
- Call Frowarding Cancel
n o Call Forwarding Busy Activation

Option  Call ing Busy

Service Codes

A function to setup additional service phone
number in IP-PBX. It is a service code to use
additional service in SIP terminal and start with
# or * and may assign maximum of two phone
numbers.

Call Forwarding NoAnswer Activation
Call Forwarding NoAnswer Deactivation

Call Forwarding NotReachable Activation

Call Frowarding NotReachable
Deactivatiol

CCBS Register
CCBS Cancel
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Description

The Senvice code or Feature
code is a special digiti#,)
starting digits for activating a
PBX senvice. Since these
senvices can be activated by
keypad, the most of analog
phaone or IP phone can use this
code. You can change default
senice code to your familiar
code
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+  Speed Button Profiles | e | i holiday

L]
L]
-
"
L |
L |
-
.
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.
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.
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v Service Monitoring
AmEsEEEEEEEEEE

I:%.. System Admin

ouncement and Tanes

IVR Scenarios

| B Status |

Voice Mail Service

‘m Summary

RTP Proxy Senvice

User Extension * Senice Codes —
[ T

Day Templates | 8 Status || = DayTemplate * |

_ Getting Started

Security Profiles

Day Templates
+ Senice Monitoring

" Add ® Cancel
E. system Admin

Linked [ :
facebook [

Al Tube)

Hame

[]
]
[]
-
[]
L]
L]

o
]
[]
L]
L]
L]
L]
[]
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iy Summary General Settings

Description

o

I Registered (2)

I unregistered (3} Linked m
I unconfigured (0}
Unused license (95} facebook 3

You(ITH

Day Templates

Day Template function provides a service in
accordance with registered date after registering
special date/day as template (date / Day of
Week / Weekly)

Copyight ©
v
EEE NN NS NN NN NN NN NN EEEEEEEEEEE

AddPac
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Date Created
2012-03-30 11:24:41

=’ Description

Specify period or a special
day(s) to apply in schedule
policy.
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‘m Summary
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I Registered (2)

I unregistered (3}
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Unused license (85}

LastLogin at June 11

Welcome to AddPac IP-PBX

01:51:12PM (127.0.0.1)

a Manager
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Security Profiles

IP-PBX supports TLS Cipher Suites.

User may select priority with 3 TLS Suites and
may select RC4_40, RC4_128, DES_CBC,
3DES_CBC, AES_128, CBC, AES_256_CBC,
SEED_CBC, ARIA_CBC in each suites.

B Summary

| @ Stan | i Security Profiles *

Security Profiles
4k Add a Security Profile

PBX Senvices

Modify ~ Delete  Name

Speed Button Profiles 1 E default
nouncement and Tones

VR Scenarios

Voice Mail Service

RTP Proxy Service

Senvice Codes

Day Templates

Security Profiles

Senice Monitoring

System Admin

| ® Status | i Global Securily Setting * |

Global Security Setting

Getting Started co «  Apply ® Cancel
1. [Nia [~
NIA
Lirlkedm TLS Cipner suites 2. | oo o
facebook [} su|RCA28
DES_CBC
Ll Tube} 3DES_CBC
= AES_128_CBC
> | AES_256_CBC
SEED_CBC
ARIA_GBC

Copyright ®
R EEEEEE NSNS S S S S S SN EEEEEEEEEEEEEEEEEE

AddPac
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«” Glopal Security Seting & Refresh

Description Date Created

default security profile 2012-06-08 19:49:52

‘= Description

In case of SIP, below cipher
suites are used to negotiate
with terminal for secure TLS.
The cipher suites can have
preferences as below three
suites

All Rights Reserved
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System Admin -
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| B Status |

‘m Summary

| Getting Started.
= —— A
N\
Linked [3]
facebook [

Al Tube)

o 40

I Registered (2)

I unregistered (3}

I unconfigured (0}
Unused license (85}

User Extensiol

Smart Multimedia Manager

N

v

Service Monitoring

It displays Active Call & Conference information
in IP-PBX. User may setup monitoring screen
renew, interval time setup, and provides active
call & conference information.

#7 Extensions
W Trunks

PBX Senices

IVR Scenarios
Voice Mail Service
RTP Proxy Service
Senice Codes
Day Templates
Security Profiles

Senice Monitaring

£ system Admin

My Summary

Linked [
facebook 3
(M Tube]

AddPac

Speed Button Profiles

ouncement and Tanes

| @ start | & Senice Monitoring * |
Service Menitoring

Interval 10 sec ~

| Active Calis | Conference |

Called Number

D Established Time Duration Calling Number
% Status |
User Extensions System

Memory C—o%
Storage 8%

Network

0 20 4 e =0 00
[ Registered (0)
[ unregistered (8}
[ unconfigured (0)
Unused license (94)
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Call Manager 1 0/100
Mcu C— o2

Presence

RipProxy

| — T 1]
C——onoo
C— 0100
C——Jo/00
C——ooo

Audio Codec

Wideo Codec Recording

Trunks

« Internal Trunk Gateway
o 58

¥ SM_SIP_Provider
3 jschoi_gk

Drop Call

(010)
(0/0)
(010}
(0/0)
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System Admin

e
MNetwork Interfacesy

Network Services Smart Multimedia Manager

Administrators
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Network Interface
IP-PBX Network interface setup.
WAN Interface
- IPv4 / IPv6 Address, DNS, DHCP Client
LAN Interface
- IPv4 / IPv6 Address, DHCP Server

C = EF Exensions | ¥ Staws || == Networkinterfaces * | u
+ L -
Licenses n i
[ Network Interfaces
+ Voice Lines 0 W Trunks r
: " «  Apply. ® Cancel "
i hisendlistony; . 55 PBX Senices .
.
» Call History & y n
C Ty Interface Mode : ® DHCP O StaticIP B s s a
» Show Command v .
@ EEEw R R R e ———————— R work Interfaces IP Address * ABCD This PBX system can have one -
| B Status | or twe network interfaces. The o
5 Network Services Subnet Mask * AB.CD WAN interface is a main .
s network interface of this system ™
Default Gateway ABCD normally has public IP address -
< Licenses WAN Interface for communicating with VolP i
User Extensiof E————— providers and Trunk gateways .
p| > D . in public domain. The LAN .
R interface normally has private
[P CED AR Secendary DNS Server IP address for communicating =
® . callHistory with IP phones or user -
1PV6 Address XXM terminals in private domain -
Show Command =
IPV6 Default Gateway poo i
facebook [} il Summary :
Interface Mode : @ None © Bridge @ IP Shared @ NAT © StaticIP .
Youll : ' :
Getting Started co IP Address AB.CD u
b n
-
3 g h i 723 Subnet Mask AB.C.D -
LAN Interface r
[ Registered (2) Linked [ DHCP Server @ On ot a
I unregistered (3) .
[ unconfigured (0} facebook n DHCP Range o ABCD :
Unused license (95} »
1PV6 Address XHIAM a
u
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-
-
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-
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#3 Extensions
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[
Licenses [ :
Network Services
» Voice Lines : :“ Tainks
Appl Cancel
» Alarm History - E PBX Services ety ECuiiiais
.
+ Call Histo . i % Unknown command.(show clock-hitp) S5 = =
o = System Admin i Cezcrnton
» Show Command 5 - © on @ off
e CHSOEeENoo o ey -] ok Interfaces SEOETEs0INe = = You can change properties of
| atus system network services such
ﬁ Summary - L : + Network Services System Datatime &l - - N 2l - ol - > | & Apply as TELNET, SNWP, HTTP, FTP,
R NTP LDAP, SYSLOG, and s0 on.
=S Primary NTP Server
a-—,G.—ﬁv—,—.——:,—.-.:.T—ﬁ . "™ Licenses
setting Started oo User E’“ens'o: N ot Secondary NTP Server
L]
W u b Alarm History Interval NTP time resynchronize, in hour (default: 27)
: » Call History ®0 oo
N Service Enable n
Linked E NiEdsShow Command TELNET e
- A~
B Service Port 23 ~ | (default23)
facebook [} ity Supee
n Service Enable ©on @ off
e —————
\([1 Tube] Getting Started co
[ Service Port (default-161)
4
-
[ Registered (2) 1 Linked m Trap Service IP Address
I unregistered (3) L]
| B unconfigured (o) = facebook 3 Trap Community
Unused license (95} . i o © of
i YouQ(l 13 Service Enable @ on >
" o =
- | HTTP Service Port 80 ~ | (defaults0)
Authentication © NONE @ Basic © Digest
"t Service Enable @ On © off [
- -
FTP 21 £ o
. Control Port ~ | (default21) n
Network Service = .
IP-PBX ¢ K . t Data Port ~ | (default20) .
N »
network service se Up- LDAP Server Port (default:389) .
-
User may setup NTP, TELNET, SNMP, HTTP, S o5,  i@oR "
. »
FTP, LDAP, SYSLOG, Dynamic DNS, CDR ) .
) ’ ’ ’ ’ s Service Port (default514) .
Ll
SMTP, DDoS function detail setup. i — .
*
rumn sussssEsEmEEEESE as®

AddPac

www.addpac.com

33



Manager

E Extensions | @ start |
W@ Tk Welcome to AddPac IP-PBX
E PBX Semvices — 2
TEEEEEEEEEEEEEEE, s OO
System Admin - @ LastLagin atJune 11 01:51:12PM (127.0.0.1)

+ Metwork Interfaces

Smart Multimedia Manager

»* Network Services ', =
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WEEEEEEEEEEEENEEEE)

i i . TR
Administrators — k Menu = e Extensicny ( @ Start || = Administrators
Licenses o | e
L] “ Tnk Administrators
» Voice Lines " » s
C = df Create New Administrator 2 Refresh
+ Alarm Histo b1
2 L u B8 PBX Senices Mosify Delets  Name ] Level Description
n
+  Call History - E root root Administrator System Administrator
L System Admin 1 o 4
» Show Command : L) 2| [ T administrator Addpac Administrator
CsssEEEEEEEEEEEESR —— ", ork Interfaces
Status | L
iy Summary | = 1 %+ Network Senices
L]
» * Administrators
s ® .+ Licenses
Getting Started co) User Extensiof
- 5 ke e B+ Voice Lines
L]
[ Folowus | : Bresmonns
L\ : + Call History
Linked (] 4 - ShowCommand [ oae || e Aaminsimior =)
. -
= Summar ini
facebook n - i ry Administrators
L]

« Add | 3 Cancel

A" Tube]

-
q User name* = Description
a 20 40 60
Description

= = Add / Delete / Modify an

[ Registered () . Linked ﬁ Administrator who configure,

I unregistered (3) : Farehock n Getemi Setingst| . operate, and monitor this

B [ unconfigured (o) §moenan . Password* ZER
Unused license (95} u ©

u Youll Level Administrator | v
- d
"

Administrator n Time and Attendance Manager
An administrator creation/change is possible to
operate IP-PBX. Level (Administrator / Operator /
Monitor) application is possible and may assign
additional Application Permission (Door Access
Control Manager / Time and Attendance
Manager)
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: Upload License | Download License | 3 Cancel
= > Alarm History . » 55 PBXSenices .
" S : "
sttt C = System Admin Sewle Heems picke = Description u
B *» Show Command v o 1 Call Manager Wax Calls 100 =
« sEEsEEEEEEEERY = otk intarfaces Manage licenses for Call =
ﬁ v | E Status | . 2 Call Manager Wax Devices 100 Manager, MCU Pressnce, u
. i : GibitirosSernces 3 Call Manager Wax Subseribers 100 gaﬂlﬂ- Voice Mail, IVR, RTP :
n [padiatsucios 4 mcu Max Sessions 2 o senices =
L -
User Extensiom| & -nses i 5 MCU Max Party per Sessions 4 n
= |+ voiceLines ’ 6 Presence Wax Sessions 100 :
» Alarm History @ 7 WR Max Sessions 100 -
» Call History g WR Max Scenarios 100 :
Linked E + Show Command 9 Media Wax Sessions 100 =
"
" 10 UMS Max Sessions 100 n
facebook [} s Summary .
a 11 UM3 Max Mail-boxes 100 .
Yuu'mB " — 12 RipProxy Max Sessions 100 =
LY Getting Started co n
- L] ) []
4 o ity ool e, ol L]
| — = = = IEcrT. -
- L]
[ Registered (2) - Linked E .
I unregistered (3) [] .
| 1 unconfigured (0} : (acebookn :
Unused li 95
nused license (95} . YoulTT .
L -
- 41 L]
L L]
L L]
L -
L]
- L]
License .
"
To use various service of IP-PBX, License must ;
A q q .
be created. In accordance with License policy, .
q A A q "
Max Service is restricted and license .
upload/download is possible in accordance with .
. L]
policy. H
g
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MNetwaork Interfaces
Smart Multimedia Manager

Network Services

Administrators

WEEEEEEEEEEEENEEEE)

= e Extensians |8 Status | «' VR Scenarios * | s Voice Lines * [
+ L ] -
Licenses &
Voice Lines B
» Voice Lines O
Appiy Ci 1]
+ Alarm History 255 PBXSenices e HMaaee :
+ Call History - = System Admin Siot/Port  Type Status. Pattern Connection PLAR input Gan  Output Gain  Caller D Modity *) Description :
» Show Command 1 14 FXO idle 0 0 Disabied - =
« EEEw S ork Interfaces This is a built-in voice lines -
| M Status | 2 15 FXO idle 0 o Disabled such as FXS lines for analog M
i - Mgt Dacax 3| 1. O ide 0 0 Disabled F extensions and FXO, E8M, E1 .
T1, GSM lines for intemal trunk L
Administrators Analog & 4w FXO idle 0 0 Disabled v gateway ]
Mobile
2 Licenses You can add analog extension -
User Extensior By 20 e O (S d o Disatesd, 2 at wiension menu and set .
® » Voice Lines T 6 21 GSM unreg... 0 0 Disabled F internal trunk gateway property -
8+ \AimerrEisio e attrunk menu =
. 2 gl 22 GEM | unreg. 8 0 Diaabicl = You can set some physical .
B, CallHistory s o GsSM unreg 0 0 Disabled ; seftings at here and etall =
seftings by Smart Web -
Show Command Manager({internal Voice Line) -
M
Si Skt/Fon Type  Staws  Patem  Connecton FLAR MputGan OutputGall Ciock Source Protocol Emust ldcaity .
facebook ﬁ _Kowicm: o Related Links .
Digial 1 000 Ef down [} 0 Master  Network ; E
Ynum 2 oo Et down 0 o Master Network E - Smar Web Manager (intemal .
[ voice Line) :
‘j‘ + Analog Extension -
o 2, a0 e Skt/Port Type  Staus  Number UserD Password | mputGain  OutputGain Caller D Modity « Intemal Trunk Gatoway »
B Registered ) Linked [ 1 m FXS idle 1100 1100 111 [ 0 Disabled F .
B Unregistered (3 Exanmion’| Arislog 2 n FXS idle 1101 1101 111 0 0 Disabled F .
1 unconfigured (0} : fﬂrehwkﬁ 3 12 FXS idie 0 0 Disatled 2 :
Unused license (95} u Ynu 4 B XS idle ] 0 Disabled .
| L]
L -
u 2 .
L]
L]
M
L]
L]
A L]
M
A g =
Voice Line 5
q g 0 o q .
It displays Voice Module information in IP-PBX. .
L]
Voice modules are including FXS, FXO, E&M, .
M
E1, T1, GSM, and 3G. Each module may setup .
N [
Gain, Caller ID, and Pattern. :
o
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u k Menu = E Extantions [ art || ecurity Profiles * | s Alarm History ]
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0 - Alarm History -
: + Voice Lines : wols | |
: : e = s ~
Al e triin . Level: | Al ~| ack[Al ~| Perioa:| 20120605 |3 ~[2012-06-12 |3 & Search = @ Refmesn .
i E PBX Senices |
® .+ Call History 3 Level Messages DateTime |-
u System Admin = z =
v SHENCoTITiEnd . 1 @ Critical The Call Manager SERVER on node Router , MX250{172.16.17.30) Server is REGISTERED 20120612 19:48:39
CssssmmEEEEEE ] 1 ork Interfaces 2 (D Major  The Call Manager TERMINAL on node Router , BongY&Jeong(172.16.17.30) Terminal is REGISTERED 2012.06-12 19:27:39
| atus |
iy Summary | 1 % Network Services 3 @ Major  The Call Manager TERMINAL on node Router , BY8.Jeong(172.16.17.30) Terminal is UNREGISTERED 20120612 19:27:19 &
L ] L
4 * Administrators 4 (D Major  The Call Manager TERMINAL on node Router , BY8Jeong(172.16.17.30) Terminal is REGISTERED 20120612 19:27:19
———————— u : i TR |
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Getﬁng Started co) User Extensiof 2 I =
= el e e Nl vorceines & () Major  The Call Manager TERMINAL on node Router , BongYong&Jeong(172.16.18.101) Terminal is REGISTERED 20120612 19:25:16
W 1. aamHistory 7 (D Minor  An Authentication/Connection Success has been identified on network device 172.16.1.50. This message is usually gen  2012.06-12 19:22:58
4 [ o s @ (@ Major  The Call Manager TERMINAL on node Router , ByoungGoo&Choi(172.16.18.100} Terminal is REGISTERED 2012-06-12 192155 B
L ] L
Linked ﬁ d . snowCommand 9 © Criical The Call Manager SERVER on node Router , MX250{172.16.17.30) Server is REGISTERED 20120612 19:21:43 o
1 g 10 (@ Critical  The Call Manager SERVER on node Router , MX250{172.16.17.30) Server is REGISTERED 2012.06-12 19:21:43 %
facebook n » s Summary 11 ) Critical The Call Manager Service on node Router which was previously OutOfService is now InService 2012.06-1219:2137 m
Yuum = 12 Crtical The Call Manager SERVER on node Router , MX250{172.16.17.30) Server is REGISTERED 2012.06-1219:21:37 |
e |
[ 'Gemhg'S'tarted () 13 ) Critical The Call Manager TRUNK on node Router , Internal Trunk Gateway(127.0.0.1) Trunk is REGISTERED 2012-06-1219:21:37 ®
L
g 14 ) Critical  The Call Manager SERVER on node Router , MX250{172.16.17.30) Server is REGISTERED 2012.06-1219:21:37 o
Q 20 40 &0 | ® Status ' n
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Call History

show Command

| = Stats |
facebook [} (s Summary
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Call History

It displays device error which was occurred in |IP-
PBX System. User may check various
information through Call Type (Unspecified /
Inter-Site Call / PSTN Backup / Service Provider),
Period, Number
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Show Command

User may check the status of IP-PBX System
through category and CLI (Command Line
Interface)
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Show Command

® Cancel
* Categories - Description
You can check system status
System CPU  MWemory  Slorage  Network  Config by selecting category or
- entering command to GLI
Vol SiPUserAgent  Gatewsy  VolcePort  DislPeer (Command Line Interface)
Call Manager SSCP  SP  DomanCuster  TermnalSummary  Presence Gractly.
Command Line Interface Show

* Request Command : show call.-manager sscp

SSCP Timer Information.
try-counter = 1
retry-timeout = 5000_(msec)
keepalive-timeout = 30 (sec)

M <-> au, servers ssce Information.

Fetry-timesur = 5000 (msec)

keepalive-timeout = 3 (sec)

keepalive-retry-timeout = 1000 (msec)

Keepalive-retry-timeaut(other sérver) = 3000 (msec)
nding accept status = TRUI

S5CP Policy In matiuﬂ

m service status = on
5Tgnating-port = B85
packet-size = 1472

client-session logging count = o
client-session registering count = 0
event store time = 3(sec)

event store count

Vent Tocal store count = o

Client Autn session Intormaton.
id i

Client Session Informaion.
session-1d user-1d
2001 1009 172.16.18.100 5060
2002 3000 172118l18l101 5060

1p address port status

in-service
in-service

Servers Information,

server-id binding-id ip address port state
e

10200000 1 172.16.17.30 5101 BIND ums

10100000 1 172.16.17.30 5041 EIND rbt

10600000

1 17211617 30 5021 BIND ivr

SessionC11entGroup
Group(0) sessionsize(o) :
Groun(23) sessionsize(d

www.addpac.com
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Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail : sales@addpac.com
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