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Emergency Call IP Phone

Model

Service Features

Duplex

Key Pad

Handset

Voice
Codec

Signaling
Speaker Phone

LAN Port
PoE(Option)
Application
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AP-EIP100

Full Duplex

3x4 Key Support
Support

G.711/G.726/
G.729/G.723

H.323/SIP
Support

1
Support

Indoor

AP-EIP80

Full Duplex
N/A
N/A

G.711/G.726/
G.729/G.723

H.323/SIP
Support

1
Support

Outdoor(water proof)
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AP-EIP50

Full Duplex

N/A
N/A

G.711/G.726/
G.729/G.723

H.323/SIP
Support

1
Support

Indoor
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Main Features

AP-EIP100 Emergency Call IP Pht

Main Features
« High Performance Emergency Call IP Phone Solution

 Emergency Call Button & Speaker Phone
« 3x4 Key, Handset, Internal MIC & Speaker
« H.323/SIP Concurrent VolP Signaling Stack Embedded

« High-performance Voice Codec Support
— G.711/G.726/G.729/G.723, etc

« One(1) 10/100Mbps Fast Ethernet

« PoE(Power over Ethernet) Support

« High Quality Speaker Phone Features

« Powerful Acoustic Echo Canceller

« Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)

« Firmware Upgradeable Architecture

 NMS (Network Management System) for Large Scale Deployment
« Advanced Voice QoS Mechanism
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Hardware Specification
AP-EIP100 Emergency Call IP Pho

« RISC+DSP Microprocessor Computing Power
(Dual Processor Architecture)

 Audio and Voice Interface

— Internal MIC

— Internal Speaker

— Hand Set, On/Off Hook

— 3 x4 keyPAD
 Emergency Call Button
 Network Interface

— One(1) 10/100Mbps Fast Ethernet
 Power Supply

— Power over Ethernet
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Hardware Specification
AP-EIP100 Emergency Call IP Phone

Front Side TR .

On/Off Hook Detection Internal Speaker

3 x 4 Dial Key
Hand Set

Emergency Call Button

Internal MIC Input
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Hardware Specification
AP-EIP100 Emergency Call IP Phone

Bottom Side

Outlet for LAN cable
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AP-EIP80
Emergency Call IP Phone
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Main Features

AP-EIP80 Emergency Call IP Pho

Main Features
« Emergency IP Phone Solution for Outdoor Application

« Emergency Call Button & Speaker Phone
« Water Proof Function Support
« H.323/SIP Concurrent VolP Signaling Stack Embedded

« High-performance Voice Codec Support
— G.711/G.726/G.729/G.723, etc

« One(1) 10/100Mbps Fast Ethernet

« PoE(Power over Ethernet) Support

« High Quality Speaker Phone Features

« Powerful Acoustic Echo Canceller

« Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)

« Firmware Upgradeable Architecture

 NMS (Network Management System) for Large Scale Deployment
« Advanced Voice QoS Mechanism
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DSP

N . RISC
Hardware Specification -
AP-EIP80 Emergency Call IP Pho

 RISC+DSP Microprocessor Computing Power
(Dual Processor Architecture)

« Audio and Voice Interface
— Internal MIC
— Internal Speaker

 Emergency Call Button & LAMP

* Network Interface
— One(1) 10/100Mbps Fast Ethernet

 Power Supply

— Power over Ethernet
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Hardware Specification
AP-EIP80 Emergency Call IP Phone

. Stainless Steel Cover for Water Protect
Front Side

© @
AddPac

Q Internal MIC Input

&

ZEHE

H| 2t & &
EMERGENCY

s Emergency Call Button with LED /

Internal Speaker LAN Cable Inlet for water Proof
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AP-EIP50
Emergency Call IP Phone
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Main Features

AP-EIP50 Emergency Call IP Pho

Main Features

« Emergency IP Phone Solution
« Emergency Call Button & Speaker Phone

« H.323/SIP Concurrent VolP Signaling Stack Embedded

» High-performance Voice Codec Support
— G.711/G.726/G.729/G.723, etc

* One(1) 10/100Mbps Fast Ethernet

« PoE(Power over Ethernet) Support

« High Quality Speaker Phone Features

« Powerful Acoustic Echo Canceller

« Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)

* Firmware Upgradeable Architecture

 NMS (Network Management System) for Large Scale Deployment
* Advanced Voice QoS Mechanism
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DSP

N . RISC
Hardware Specification -
AP-EIP50 Emergency Call IP Pho

 RISC+DSP Microprocessor Computing Power
(Dual Processor Architecture)

« Audio and Voice Interface
— Internal MIC
— Internal Speaker

 Emergency Call Button & LAMP

* Network Interface
— One(1) 10/100Mbps Fast Ethernet

 Power Supply

— Power over Ethernet
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Hardware Specification
AP-EIP50 Emergency Call IP Phone

Hardware Specifications

AP-EIP50 IP Phone Basic Specifications

CPU RISC+ DSP Microprocessor

Ethernet Interface 1-Ports 10/100Mbps Ethernet Interface(RJ-45)
Flash Memory 4Mbyte High-speed Flash Memory

Base Memory 16Mbyte High-speed SDRAM

Power Requirement Power over Ethernet

Operating Temperature 0°C ~ 45°C (32 °F ~ 122°F)

Storage Temperature -40°C ~ 85°C (-40°C ~ 185°F)
Relative Humidity 5% ~ 95% (Non-condensing)
Dimensions 200mm x 115mm x 34mm (W x H x D) Front Side Internal MIC Input
Weight (g) 0.85Kg
Emergency Call Button

Internal Speaker

Bottom Side
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Smart NMS

Smart Network Management System
for Video Phone
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Contents

« System Requirement

« Smart NMS Networking Diagram
 Web-based Management
 Network Resource Management

« Device Fault Management

* Device Fault History Management
« Device Status Information

* Notification Management

« Fault Statistics

 Model & Service Management

Smart Network Management System
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System Requirement

NMS Server
« 0OS: RHEL (Redhat Enterprise Linux) 5.0 or higher
« CPU: Quad-Core 2.0 GHz / 1333MHz FSB 2x4 MB cache
Physical Memory : 4 GB
« HDD:300G
« JRE (Java Runtime Environment) 1.5.1 or Higher
« Database : PostgreSQL 8.1.11

NMS Client
e Windows XP, Vista, Windows Server 2000/2003

*  Microsoft Internet Explorer 6.0 or higher
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NMS Networking Diagram
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Ex: Device Fault Manageme

Smart Network Management System dows Internet Explorer
G_.;::,, ~ ] http://172.16,31, 20/smartnms, htm ¥ [#2] (] [Gaogle |[2]-]
File Edit Mew Favorites Tools  Help
w o [ESmart Metwork Management System ] I @ - @ - [k @. @. @ i »
MMS  Account  Configuration  Monitoring  Motification  Fault  Statistics  Miew  Help
p Network Manogement Systam
& @ —_ ; =
INIVIS)
@ Curent Dutage Devices (12) | By Site | Ep Service Ouiages 'S Device Menitoring - <Al | display message icon
Marne Service. A ailability Group Type alue Wiew Mode e When the deVIce have a
= @idie e RIED ¥l | ®Lage O smal notification for event
[N 45334 % |
IS 172.17.113.102 172.17.113.202 172.17.111.21 172.17.113.76 172.17.111.76
AP-I¥R1000 AP-I¥YR1000 AP-NR2000 AP-P52000 AP-P52000
& 00_[WR_server _ 0.000 3 a R Sessior a MR Sessior Service Presence G Presence S
= CPU | CPU | CPu | I
B00_VR_slave... [Sof@ | 0.000% Namary Namory Namory e
&3 00_NR_server [dofe | 98015% storage storage storage
&B00_PS_server [dofd 0 0.000%
SDO0_PS_Slave.. [2ef3 | 2703% e T N T e ———]
&3 |PMext 3000 1of3 9053 172.17.114.60 172.17.111.91 172.17.113.101 172.17.113.40 172.17.113.41
& PNext 20005, TGS 00,501 % AP-RBT1000 AP-R52000 AP-UMS2000 IPNext3000 IPNext3000
= = Media Sessi 5 | — Unts Sessid Callbanag Callbdanag =
SBUMS slave  [@ef@ ) 0.000 % o Gh | e G | e T - i - U
Memory W Memory [ Memory W Memory Memory
Storage 1 Storage | Storage 1 Sterage | Storage |
&3 UIMS servero . [@afal 0.000 %
@ Subnetwark 12 | TP_FB=_Hsterfour compan —— | TF_PB_Slavelour companil | e E
S Center 172,17,250,250 172,17.250,251 172,16,31,13 i) NMS_IP_PBX_31.13 50
2of2 92933 % IPNext5000 EER et S000 IPNext200 | odal: IPNext200
Serviee | Serviee | callbenaa | ' pabo —
CRU — CRU — CRU | ress: 172,16,31,13 —
bemory [ hemory [ Memory | *Severity! Critical | —
storage [ Storage [ Storage || —
~Call Manager - Call Count Maximum: 200 Session: 0 b |
device status matrix with bt ot il \siiisiiisisiiingiiis] PU Ullization Usage U [
: 172.17.250.249 172.17.250.247 172.17.250,245| *Hemaory Hilization - 1 otal: g 43
Several Seventy SUCh as AP-PS2000 AP-RET1000 AP-RS2000 +Storage Uilization  Total: 78104896 Used: 420096 000
- - - , Service — a Service — = Service ] |
CPU CPU CPU
critical, major, minor By Boery Tomory | e Ty
Storage | Storage | Storage [ Storage [ Sterage |
&3 Severity color [ S et T TR LS — &
172.17.113.201 172.17.215.111 172.17.250.252 172.17.113.63 172.17.111.25
1 ) red - critical AP-UMS2000 AP-MC3000 Trunk GW Trunk GW Trunk GW
. . A UMS Sessid M. service T — Semviee [ — serviee [ — sEmvice [ |
2) orange . major |, Total Monitaring Devices : 34
3) light blue : normal
o o =T = Site Device Name P &ddress Service Message 7]
QIR HOIA 172.17.111.21 (172.17.111.21) 21 ZHIZ (00 MR _serven2] AMHI 2 9
L] 9525 410200352006 PM  dddPaciBranch BX  DO_NR_server 1721711121 SNMP S e LT ATz l7 12 3 S S e =
] & - 441072009 3:34:29 PM Subnetwork, #2/Center - NMS_SOHO_PEX device NMS_SOHO_PEX, all services are down b
interface 172.17.113.41 [172.17.113.41) device (IPMext 3000 Slave) service Call
(] . . 4/10/200911:37:12AM  AhddPac/Branch BX IPext 3000 Slavs 1721711341 CallMansgse  200ns 5085 40713712 failed
interface 172.17.113.40 (172.17.113.40) device (IPMexst 3000 Master) service Call
(] 4/10/200911:37:12AM  AhddPac/Branch BX IPHext 3000 Master 1721711340 CallMansgsr  WZ0RE 5ing '3 105719712 failed
|l © 4/8/50N9 22011 PR HAdP 2 ARranch 55 an e cemear Aewirs N WA carear all carvicas ars down )
ﬁ Your Dutstanding Matices [17) |T% A&l Dutstanding Motices [17] \ 4
[® 4/10/2009 5:16:30 PM [ 172,16,31,205101 @ admin | Version 1,2,3384

Addh‘ www.addpac.com



Emergency Call IP F

Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail : sales@addpac.com

AddPac www.addpac.com

23




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


