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Product Overview
AP-EIP100 Emergency IP Phone

» High Performance Emergency IP Phone Solution
e Full Duplex Voice Communication

 Hand Set Support

« 3 x4 Dial Key Support

 Emergency Call Button Support
 One(1) 10/2100Mbps Fast Ethernet
* High Quality Speaker Phone Features

e SIP Vo ID Cinnalinn Ctack Emhaddad
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» Powerful Acoustic Echo Canceller Chip Embedded

» Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)
* Firmware Upgradeable Architecture

 Advanced Voice QoS Mechanism

o STILL Chassis
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Hardware Specification
AP-EIP100 Emergency IP Phone

« RISC+DSP Microprocessor Computing Power
(Dual Processor Architecture)

 Audio and Voice Interface
— Internal MIC

— Internal Speaker
— Hand Set, On/Off Hook
— 3 x4 keyPAD

 Emergency Call Button

 Network Interface
— One(1) 10/100Mbps Fast Ethernet

 Power Supply
— Power over Ethernet
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Hardware Specification
AP-EIP100 Emergency IP Phone

Hardware Specifications

AFEIEIROP Basic Specifications
Phone
CPU RISC+ DSP Microprocessor

Ethernet Interface

1-Ports 10/100Mbps Ethernet
Interface(RJ-45)

Flash Memory

4Mbyte High-speed Flash Memory

Base Memory

16Mbyte High-speed SDRAM

Power Requirement

Power over Ethernet, 10Watt (5V 2A)

Operating 0°C ~ 45°C (32 °F ~ 122°F)
Temperature

Storage -40°C ~ 85°C (-40°C ~ 185°F)
Temperature

Relative Humidity

5% ~ 95% (Non-condensing)

Dimensions

235mm x 350mm x 80mm (W x H x D)

Weight (g)

4.3 Kg
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Hardware Specification
AP-EIP100 Emergency IP Phone

Front Side
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On/Off Hook Detection b - : ——— Internal Speaker

3 x4Dial Key
Hand Set

Emergency Call Button

Internal MIC Input
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Hardware Specification
AP-EIP100 Emergency IP Phone

Bottom Side

M N ~ op
ERGENCY

FFRERE/EM

Outlet for LAN cable

Addec www.addpac.com




Camera
[ )
° [Ethern
S 5 Switch Hib
)
IP

dlerd
cmergeicy Call Prione Group N

I
10/100Mbps
7’

AP-EIP100

www.addpac.com

IPNext600 (SIP Call Manager, etc)

Central Management Center

I [Ethernet]

\

— o o o o o e o e e = = =



Emergency
Phone

CCTV

Server

IP, Video
Phone

o SIP :: INV|TE R
SIP . INVITE >
PUSH Event >
(non-standard Protocol)

Video Stream

&
<

Communication
state

Move
Camera
To
Emergency
Phone
Position

Change

‘PRESET(Emergency)’

AddPac

Video Stream

www.addpac.com

Video Stream




CCTV
Viewer

Emergency IP Camera IP-PBX cCTv
Phone Server

Video Stream

Video Stream

Audio(RTP)
< SIP:: BYE
. SIP :: BYE ) | ON-Hook

IDLE RELEASE Event
State (non-standard Protocol)

SIP :: 2000K

> SIP :: 2000K R
omove Change ‘PRESET(origin)’ J
To
Original
PRESET

Video Stream Video Stream

AddPac www.addpac.com 10




AddPac

Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com
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