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System Information

Smart Web Manager

| System Information

+ Language AddPac Technology
. Model : MG3000N_G2
WAN Sstup HW Version 20 -
+ Lan setp HAW Version : 2.0
SN Version : 8.41.089
* NaT SIW Version 8.41.089 Smart Web Version : 0.4
- NTP MAC Address 002 8403 1838 Smart b Build - May 6 2011
+ System Time Voice Interface
+ File Broviser VoIP Protocol sIP E1(): E164)
Protocol - SIP
Voice Interface Module E104): E1(4) Status : Unregistered
Bas Current Cals : 0
. CallNetuwork - Static
. Registration Status Unregistered
Frotocol 1721720031
* Semver SIP Supported Codec List Mac Address: 0002.3403.7938

* Server H.323

* SIP Registration Network Information Static 172.17.209.31
* H.323 Registration

« B4 Trunk 'WAN LINK Status 100Mbps FULL Duplex Link UP
+ FXS Extension LAN LINK Status Link Down

* EV/T1 Extension

+ DTMFICODEC Current Time Fri ADr 17 16:41:51 2020

* VolP Dial Plan System Startup Time Fri Apr 17 16:25:27 2020

+ static Route

+ HotLine System Running Time 0 daye 00:15:24

Total Calls 0
Advanced e

* Port Control
* Fax

* Service

* Filtering

* Security

* SNMP

Miscellaneous. )

* Port & Call Status
* System Status

* Call Log

* System Log

* Ping

AddPac www.addpac.com



System : Language

Smart Web Manager

| Configure Language

* Language

= WAN Setup =0
s oo,
« NAT

- NTP

« System Time
* File Browser & Appl

Basic

« Protocol

« Server SIP

- ServerH 323

* SIP Registration
* H.323 Registration
* EN/T1 Trunk

= FXS Extension
« E1/T1 Extension
- DTMF/CODEG
* VolP Dial Plan

- Static Routs

* HotLine

Advanced )

= Part Control
- Fax

- Service

« Fitering

* Security

* SNMP

Miscellaneous o

* Port & Call Status
- System Status

* CallLog

- System Log

« Ping

AddPac

www.addpac.com

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
SIW Version - 8.41.089
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4):E1(4)
Protocol - SIP
Status : Unregistered
Current Calls - 0
CallNetwork : Static
172.17.208.31
Mac Address: 0002.3403.7938

Choose the basic language to
be applied. Engiish is set at
default




System : WAN Setup

Smart Web Manager

| WAN & Tunneling Setup

- Language
* WAN Setup
« LAN Setup

- NAT

- NTP

« System Time

« File Browser

Basi

* Pratocol

* Server SIF

* ServerH.323

* SIP Registration

* H.323 Registration
EA/T1 Trunk

FXS Extension
E1/T1 Extension
DTMFICODEC

* VolP Dial Plan

* Static Route
* Hot Line

Advanced =)

= Port Control
- Fax

* Service

« Fitering

* Security

= SNMP.

Miscellaneous. )

- Port & Call Status
* System Status

« Call Log

* System Log

* Ping

AddPac

WAN Setup
Hostmams$
1P Address  [172.17.209.31 ABCD
Network Mask (255 2550 0 ABCD
® static p@ Default Router [172.17.1.1 ABCD
L [Fmenons Sener
DNS Server
[ |secondary DNS Server

Password

) PPPOE(ADSL) € ® (No Authentication)
Authentication ' PAP (PPP Authentication Protocol)

CHAP(Challenge Handshake Authentication Protocol)

) DHCPY

vian op ]
® Auo

WAN Link Control & Speed
2 Manual

Duplex

NAT & Bridge @ None") NAT ' Bridge

ot S S S S
Address

« Appl

Tunneling Setup

None(Disable Tunneling, defautt)
*) PETP(Point-to-Point Tunneling Protocol)

User name
O |

© 100

2 full

www.addpac.com

halt

AddPac Technology
Model : MG3000N_G2
HAW Version : 2.0
SIW Version - 8.41.089
Smart Web Version - 0.4
Smart Wb Build - May 6 2011
Voice Interface

E1(4) E1(4)
Protocol : SIF
Status - Unregistered
Current Calls - 0
CallNetwork : Static
172.17.209.31
Mac Address: 0002.2403.1938

This command sets up WAN
port. The static IP address is to
be assigned from the service
provider and you can enter the
assinged IP address. For DHCP
and PPPOE, the IP address of
the device can be changed.
MAC Address change can be
used only when necessary . tis
recommended to use the
address created by the user not
the address of the device




System : LAN Setup

Smart Web Manager

| LAN Setup

* Language AddPac Technology
« WAN Sefup ® Hone . Model: MGI000N_G2
* LAN Setup HW version - 2.0

S Version - B 41089

“ MAT 1P Agdress AB.C.D (defa Smart Web Version - 0.4
= NTP Network Mask: AB Smart Web Build - May 6 2011
= Gystom Time e e Woics Interface
. Static. nable erver
Fle Brovawr Detault Lease time 0 n seconds, defaull 432001 day
Aderess Range H Status - Unregistered
Callbetwork : Static

172.17.208.31

* Server SIP Mac Address: 0002 84031938

* Server H323
e S [ Descoton |
* H.323 Registration
* EVT1 Trunk This command sets up LAN

g T sfing e o
Comecied PC sty 15
recommended to use IP shars

* FXS Extension
* EAT1 Extansion

+ DTMFICODEC for 1 PC and static for many.

* VoIP Dual Plan For gtalic, 1he pvale address
is reuired. T

+ Static Route band is reuired. The

recommenced adaress bands
are IP Address 192.168.10.1
Network Mask 255 255.255.0,

Advanced ° Address Range 192.166.10.2 -

192.158.10.254. At his time,

* Hot Line

+ pon Control I Itemal PC st bs setto
- Fa [Receiing P adiress

+ Service automaticsty]

« Fitering

* Securiy

* SNMF

= Port & Call Status.
= System Status

* Call Log

* System Log

* Ping

AddPac www.addpac.com



System : NAT

Smart Web Manager
[EZZIN] | NAT Static Table
* Language ~AddPac Tachnology
= WAN Setup P Protocol Global Port Local Adcress Local Port Selection Wodel - MG3000N_G2
- LANSetup HAW Version : 20
— — — A SN Version 841089
- nar Smart Web Version - 0.4
- NP Smart Web Buid : May 6 2011
- System Tme: Voice Interface
« Fie Browser E1(4): E14)
Protocol : SIP

Status - Unregistered

Ba Current Calls - 0

* Protocol CallNetwork - Static
1721720931

« ServerSIP

Mac Address: 0002.a403.1936
- ServerH.323

* SIP Registration
= H.323 Registration
= E1T1 Trunk

\When many PCs are connected
to LAN, create a table for

* FXS Extension delivering TGPIUDP port to PG,

« EA/T1 Extension
~ DTMFICODEC
* VolP Dial Plan

« Static Route

= Hot Line

Advanced °

« Port Control
- Fax

* Service

* Fitering

* Securiy

= SNMP

Miscellaneous e

* Port & Call Status
« System Status

- allLog

« System Log

« Ping

AddPac www.addpac.com



System : NTP

Smart Web Manager

I NTP
* Language
* WAN Setup

AddPac Technology

Model : MG3000N_G2
) Enable® Disable

HW Version : 20
* LAN Sett

eup S Version - 3.41.039
= NTP Smart Web Build - May 6 2011
+ System Time NP Secondary Server L | omainame or P Address) Voice Interface
- File Broviser Ell) Bl

Interval [ J0~72hours) Protocol : SIP
Status - Unregistered
Timezone Neme| | ofsef ;[ |(23-23hours): (0~60 minute) Current Calls - 0
. CallNetwork : Stafic
Protacal 172.17.209.31
Mac Address: 0002.2403 1938

Basi

* ServersIP

* Server H.323

* SIP Regisiration
* H.323 Registration

= ENT1 Tunk Setup NTP Server
* FXS Extension

= EV/T1 Extension

= DTMF/CODEC

* VoIP Dial Plan

- Static Route

= Hot Line

Advanced ®

= Port Control
- Fax

« service
* Filtering
* Security
= SNMP

Miscellaneous @

* Port & Call Status
* System Status

* Call Log

* System Log

* Ping

AddPac www.addpac.com



Smart Web Manager

I System Time

* Language

= WAN Setup

* LAN Setup

* NAT

- NTP

* System Time
* File Browser

* Protocol

= Server SIP

* ServerH.3a3

* SIP Registration
* H.323 Regictration
« ENT1 Trunk

= FXS Extension
* EV/T1 Extension
= DTMFICODEC
* VolP Dial Plan

- Static Route

* Hot Line

Advanced )

« Port Control
- Fax

- Service

* Filtering

* Securty

= SNMP

Miscellaneous °

- Port & Call Status
« System Status

« call Log

* System Log

« Ping

AddPac

Current Time

Set system Time.

Fri Apr 17 16:49:33 2020

System : System Tim

www.addpac.com

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
SIW Version - 8.41.089
Smart Wab Version * 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4):E14)
Protocol - SIP
Status - Unregistarad
Current Calls - 0
CallNetwork - Static
172.17.209.31
Mac Address: 0002 2403 1338

Setup System Time

10



Smart Web Manager

System : File Browse

I File Browser

* Language

= WAN Setup
* LAN Setup

* NAT

= NTP

» System Time
* File Browser

Basi

* Protocol

* ServersIP

* Server H.323

* SIP Regisiration
* H.323 Registration
= EUT1 Trunk

* FXS Extension
= EV/T1 Extension
= DTMF/CODEC
* VoIP Dial Plan

- Static Route

= Hot Line

Advanced ®

= Part Gontrol
Fax

« service

* Filtering

* Security

= SNMP

Miscellaneous @

* Port & Call Status
* System Status

* Call Log

* System Log

* Ping

AddPac

Index of Root/flash/

Name

Parent Directory/
tmp!
apos.cig

mg3000n_g2_v8_41_083 bin

Upload

www.addpac.com

Type

Directory.

Directory

cFG

BIN

Last Modified

2016-Nov-29 12:00:45

2020-Apr- 8 18:14:15

2020-Apr- 8 15:41:10

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
SIW Version - 5.41.039
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E14):E14)
Protocol : SIP
Status - Unregistered
Current Calls - 0
CallNetwork : Static
172.17.200.31
Mac Address: 0002.3403.1938

Back up / Restore the setting of
the system software and device

11
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Basic

www.addpac.com
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Smart Web Manager

* Language
= WAN Setup
* LAN Setup

= NAT

- NTR

* System Time
* File Browser

Ba

= Protocol
= Server SIP

= Server H323

* SIP Registration

* H.323 Registration
* EUT1 Tunk

= FXS Extension

= E1/T1 Extension
* DTMFICODEC

= VoIP Dial Plan

- Static Route:

* HotLine

Advanced o

* Port Control
* Fax

- Service

« Filtering

* Security

- SNMP

cellaneous o

» Port & Gall Status
« System Status

« callLog

= System Log

- Ping

AddPac

Basic : Protocol

| Protocol

® SIP(Session Initiation Frotocol)
H.323(TU K323 Protocol)

« Apph

www.addpac.com

AddPac Technology
Wodel : MG3000N_G2
HIW Version : 2.0
SIW Version - 8.41.039
Smart Web Version - 0.4
Smart Web Build : May 6 2011
Voice Interface

E1(4):E14)
Protocol - SIP
Status - Unregistered

Wac Address: 0002.3403.1938

Configure the seftings of the
protocol to be used for VoIP
communication

13



Basic : Server SIP

Smart Web Manager

* Language
- WAN Set
w Use SIP Server

« LA Setup
“ NAT Primary SIP Sarver &
< NP
+ System Time Secondary $IP Server
« Fie Browser “

Local Bomain Name
* Proecal $IP Signaling Port &
« Server SIP
* Server H323 Register Expiration
- SIP Registration
« H.323 Regicratian Session Re.Fresh &
« ENT1 Trumk

* FXS Extension
* EAT1 Extansion
*« DTMFICODEC Min-SE
* VoIP Dial Pian

* Static Route

* Hot Line

Advanced °

= Pont Control

Session Expire Time
o

o Apply

- Fax

= Service
« Fitering
« Securty
« SHMP

= Port & Call Status.
= System Status

* Call Log

* System Log

* Ping

AddPac

Yes ®No

5060

]

SINVITE

1800

Y | sIP (Session Initiation Protocol)

5060 | Server address and Fort (defaull 5060)
5050 | Server address and Port (defaull 5050)
(SIP userpart of authanscation)
(dataull 5060, batween 1 to 65535)
(I s8conds, defautt 60, between 10 to 5400
UPDATE
{in seconds, defaul 1800, between 30 fo 85400, 0 = disable)

(i £8conds, defaut 1800, behween 30 10 85400

www.addpac.com

AddPat Technology
Motel: MG3000N_G2
W Versian - 20
S Version - 841089
Smart Web version - 0.4
Smart Web Buid - May 6 2011
Woice Interfaca

E104) ET04)
Protacol - SIP
Status - Unregistersd
Current Calls - 0
CallNgtwork : Static
1721720831
Mac Address: 0002 4031938

Configure the settings for SIF:
Contact your sendce provider
for the setiings

14



Smart Web Manager

| H.323 (ITU H.323 Protocol)

Basic : Server H.323

Server address and Port (default 1719)

1719 Server address and Port (default 1719)

= Language
« WAN Setup

Use H.323 Server &
* LAN Setup
- NAT Primary Gatekeeper &
= NTP
= System Time Secondary

@

* File Browser pers

H.323 109
Ba
« Protocol H.323 Signaling Port
« Server SIP
* Server H.323 H.323 Call start mode.
* SIP Registration @

* H:323 Registration
- EAT1 Tunk

- FXS Extension

* EN/T1 Extension

* DTMF/CODEC
* VolP Dial Plan

- Static Route

* Hot Line

Advanced e

= Port Control

H.323 Tunnel mode &

* Fax
* Service
* Filtering
* Security
* SNMP

Miscellaneous e

* Port & Call Status
- System Status

- CallLog

* System Log

« Ping

AddPac

Voip.172.17.209.31 (H.323 Identifer string)
(default 1720, between 1 to 85535)
® Fast O siow

®Enable CDisable

www.addpac.com

Information

AddPac Technology
Model - MG3000N_G2
HAW Version : 2.0
SIW Version : 8.41.089
Smart Web Version : 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4):E1(d)
Protocol - H 323
Status - Unregistered
Current Calls - 0
CallNetwork : Static
172.17.209.31
MacAddress: 0002.3403 f938

Configure the settings for
H.323. Contact your service
provider for the settings

15



Smart Web Manager

| E1/T1 Registration

* Language
* WAN Setup

* LAN Setup

* NAT

* NTR

* System Time
* File Browser

Basi

* Frotocol
* ServerSIP

* ServerH.323

* SIP Registration
* H.323 Registration
* E1T1 Tunk

* FXS Extension

* E1/T1 Extension

* DTMFICODEC

* VolP Dial Plan

Static Route
* Hot Line

Advanced e

* Fort Control
- Fax

« Service

* Filtering

* Security

- SNMP

Miscellaneous °

* Fort & Call Status
* System Status

* Call Log

* System Log

* Fing

AddPac

E1/T1 Registration Configuration

Basic : SIP Registrati

Pots Num Port Group E. 164 Number User Name Password HuniStop Reg
1000 swpo o — [— [—
01s 0Pt o — — —
1032 s o — — —
10as sret o — — —
1084 siP2 o — — —
E1/T1 Phone Number Option
Pots Num Port Group PEX Line Internal Num Virtual Caling Num

1000 S0PO 0 ]

1016 S0P1 0 ]

1032 S0P2 0 ]

1048 SOP3. 0 1]

1032 s1PO 0 (5} @ |

1048 s1P1 0 ]

1064 s1P2 0 ]

1080 s1P3 0 ]

* E1 Registration - Assigned Pots Tag Number - 1000 - 1137

www.addpac.com

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
SIW Version  £.41.080
Smart Web Version - 0.4
Smart Web Build : May 6 2011
Vaice Interface

E1(4)1E1(4)
Protocol: SIP
Status - Unregitered
Current Calls - 0
CallNetwork : Static
172.17.200.31
Mac Address: 0002.a403.1938

Setup for using FXS portto
registration SIP Server

16



Basic : H.323 Registr

Smart Web Manager

| E1/T1 Registration

* Language AddPac Technology

Model - MG3000N_G2
* WAN Setup L
E1/T1 Registration Configuration HAW Version : 2.0

* LAN Setup SV Version - 8.41.089
* NAT Pots Num Port Group Number Huntstop Reg Smart Web Version - 0.4
* NTP

1000 soPo 0 :I =] =] Smart Web Build - May 6 2011
+ System Time Voice Interface
B ote e o — B £

Protocol - H.323

1032 S0P2 0 | 5] 5] Status - Unregistered
Basi CurrentCalls -0

B €08 o — 1 - - CallNetwork : Static

* Frotocol

172.17.209.31
Server SIP Mac Address: 0002.2403.1938
- Somert 323 o 0 —

* SIP Registration

1os4 sz o —
* H.323 Registration
« EAIT1 Trunk 1080 s1P3 ) ] =] 5] Setup for using FXS portto

fegistration H 323 Server
* FXS Extension

« E4/T1 Extension E1/T1 Phone Number Option
* DTMFICODEC
« VoIP Dial Plan Pots Num Port Group PBX Line Internal Num Virtual Calling Num

* Static Route 1000 ST 0
* Hot Line

1016 soP1 0 ) : [
Advanced e 1032 S0F2 0 (o] ]

* Port Control 1048 S0P2 0 S ]
. Fax

1032 stPo 0 > > [
+ Service
+ Fitering 104 SiPt 0 ) 8 — 1
+ Secutty o6 sir2 0 s [
+ SNMP

1080 stP3 o C 1
Miscellaneous. e
* Port & Call Status * EA/T1 Registration - Assigned Pots Tag Number : 1000 - 1137

* System Status

* System Log
* Fing

AddPac www.addpac.com



Basic : E1,T1 Trunk

Smart Web Manager

) | BT Trunk [ wtormation ]

| AddPac Technalogy

* Language r )
* WAN Setup Model : MG3000N_G2
- LAN Setup - Slot 01 | Slot 0/2 | Slot 0/3 | Slot 110 | Slot 111 | Slot 112 | Slot 113 ‘ HAW Version - 2.0

SIW Ve ©8.41.089
© SlotPort group Num (0~9) Time slof Range(1-31,16-31,1.2.3) &) aman e verson 0.4

= NTP E1Port (Slot 0/0) € o 0 131 Delete Smart Web Build - May 6 2011
~ System Time Voice Interface

on — — e £
Protocol : SIP

Status - Unregistered

£ Clock-Source e
p— CallNetwork : Static
) 172.17.20031
. Framin CRCE v
Server SIP 9 [cRes  v] Mac Address: 0002.2403.1938

- Semver H.323

Line Code
* H.323 Registration i [isDH-PRI ¥ |

Signaling-type & ISDN-PRI Configure the settings for VolP

= E1/T1 Trunk
Dial Plan and Prefix table

* FXS Extension Protocol-emuiate & ® Network User
= E4/T1 Extension
* DTMFICODEC Virtual-Connect “Enable ®Disable
* VoIP Dial Plan
« Static Route Immediate-disc “Enable *Disable
* Hot Line
Dial-Tone-Generate & - Enable ®Disable
ISDN-PRI
CompensTyp Saian o

= Port Control
. N303 (1~10sec)
« Seniice
« Fitering Q831 Timer 303 (1~400sec)
= Security T310 (5~400sec)
* SNMP

RZMFC Get-Calling-number @ DEnatle @Disable
« Port & Call Status Busyout & Action DPoriDown ®None
« System Status - -
« CaliLog
- System Log
- Ping

AddPac www.addpac.com
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Basic : E1,T1 Extens

Smart Web Manager

| E1/T1 Extension

* Language AddPac Technology
Model - MG3000N_G2

* VAN Setup
i Port Information s
” S/ Version - 8.41.080
A (P PO P P2 P3 Smart Web Version - 0.4
«NTP stoto & & & = Smart Web Build - May 6 2011
+ System Time Voice Interface
.+ Fie Browser SLOTH £ £ £ £ E14) E1(4)
FXsS FXO/E&M E1T1 Protocol : SIP
Status - Unregistered
as EA/T1 Extension Configuration Current Calls -0
+ Protocol Callletwork : Static
172.17.200.31
+ Server sIP Pots Num Port Group Numbers HuntStop Forward Digits(0-99) Control

Mac Address: 0002.3403.1938
* ServerH.323

* SIP Registration
* H.323 Registration 1 @ ®fom Orast [ | Apply

« ENT1 Trunk

+ FXS Extension

* E1/T1 Extension * E1/T1 Extension - Assigned Pots Tag Number - 2538 - 2873

* DTMF/CODEC

* VolP Dial Plan

* Static Route

* Hot Line

Advanced e

* Port Control
" Fax

* Service

* Filtering

* Security

* SNMP

Miscellaneous. e

* Fort & Call Status
* System Status

* Call Log

- System Log

* Fing

AddPac www.addpac.com



Basic : DTMF/CODEC

Smart Web Manager

| DTMF/CODEC

= Language

- AN seup Preference 1
- LAN Sstup Freference 2
* AT ; Freterence 3
- e Volee CODEC Preference 4
- System Time Preference 5
« File Browser Preference 6 97231753 - G723.1 Codec Type(6.3kbps) v

DTWF relay by In-band voice

~ DTHF relay by RTP payload defined by RFG 2833
= Protocol ©DTMF relay by Out-of-band signal

« Server8IP DTWIF relay by Cisco out-of-band signal

Basi

DTMF Relay mode'

- Serverk323

- SIP Registration

« H.323 Regietration
« ENT! Trunk

- FX8 Extension

« EN/T1 Extension

- DTMFICODEC

- VolP Dial Plan

+ Static Route

- HotLine

Advanced e

- Port Control
= Fax

- Service

* Fitering

- Security

- SNMP

Miscellaneous °

* Port & Call Status
- System Status

- Call Log

« System Log

- Ping

AddPac www.addpac.com

AddPac Technology
Model - MG3000N_G2
HAW Version : 2.0
SV Version - 8 41,089
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4):E1(4)
Protocol - SIP
Status : Unregistered
Gurrent Gals -0
GallNetwork : Static
17217.20931
Mac Address: 00022403 1938

Configure the settings for GSMI
Dial Plan and Prefix table

20



Basic : VolP Dial Pla

Smart Web Manager

[EZZ3) | VolP Dial Plan / Prefix

* Language AddPac Technology
* WAN Setup Model : MG3000N_G2
HAW Version : 2.0

© LANSewD SIVY Version - £.41.080
o NAT = o
Rule Num @ Digits to Insert @ Digis to delete @ Digit Pattem @ Control & Smart Web Version - 0.4
“nTP Smart Web Buid : May 6 2011
+ System Time D Voice Interface
« File Browser El):E1t4)
[ [ [ Ad Drocal S
Status - Unregistered
Basic

Current Calls - 0

CallNetwork : Static
+ Protocol Prefix Table
172.17.20931
- ServerSIP - - WMac Address: 0002.403.1938
* ServerH 323 Voip Num & Prefix @ Called Num Plan €' Calling Num Plan Hunt Stop Control €
* H323 Registration
. BT Trunk Delete Configure the settings for the

outbound cal of main/remote:
(=] Apply and incoming E1/T1 and reuting

s Brnan | —

= E1/T1 Extension

* DTMFICODEC

* VoIP Dial Plan * VoIP Dial Plan - Assigned Translation-Rule Tag Number - 0 - 99
« static Route * VolP Dial Pian - Assigned VolP Tag Number - 10000 - 10099
- Hot Line

Advanced e

« Port Control
- Fax

- Service

* Fitering

* Security

= SNMP

Miscellaneous e

* Poit & Call Status
* System Status

« CallLog

« System Log

* Ping

AddPac www.addpac.com



Smart Web Manager

[EZZ3) | static Route

~ Language
= WAN Setup
* LAN Setup

Set Remote Site Call(5-digit number is set to begin 2>

Basic : Static Route

* NAT
“ NTP
+ System Time . — —

* File Browser

FLshiom Remote Site IP©) Signaling Port @

* Static Route - Assigned Voip Tag Number - 10100 - 10199

E= * Static Route - Assigned Translation-Rule Tag Number - 10100 - 10198

* Protocol
* ServerSIP

- ServerH.323

* SIP Registration

* H.323 Registration
* E1/T1 Trunk

= FXS Extension

= E1/T1 Extension
* DTMF/CODEC

* VoIP Dial Plan

= Static Route

= Hot Line

Advanced o

= Port Gontrol
- Fax

« Senice

* Filtering

* Security

* SNMP

Miscellaneous &

* Port & Gall Status
* System Status

« callLog

* System Log

- Ping

AddPac

Preix®

Digits fo Insert & Digits to Delete'®

Name of Remote Site @

www.addpac.com

Answer Addr

—

Control

Apply

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
S/W Version * 8.41.089
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4) E1(4)
Protocol - SIP
Status - Unregistered
Current Calls - 0
CallNetwork - Static
17217.20031
Mac Address 00022403 1938

22



Basic : Hot-Line

Smart Web Manager

1 Hot Line

* Language

= WAN Setup Itis supported to Analog Mode, only.
* LAN Setup

- NAT

* NTP

- System Time

* File Browser

Basi

= Protocol
* ServerSIP

* ServerH.3z3

* SIP Registration

* H.323 Registration
= EVT1 Tunk

* FXS Extension

= E/T1 Extension
* DTMFICODEC

= VolP Dial Plan

* Static Route

= Hot Line

Advanced o

* Port Control
* Fax

* senice

* Filtering

* Security

* SNMP

Miscellaneous ®

= Port & Call Status
* System Status

= CallLog

* System Log

* Ping

AddPac

www.addpac.com

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
SV Version : 8.41.089
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4): E1(4)
Protocol - SIP
Status  Unregistered
Current Calls - 0
CallNetwork : Static
172.17.209.31
Mac Address: 0002.2403 1938

23
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Advanced

www.addpac.com
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Advanced : Port Con

Smart Web Manager

I Port Control

* FXS Extension
* E/T1 Extension

* DTMFICODEC

* VoIP Dial Plan
Static Route

* Hot Line

Advanced e

+ Port Control
« Fax

* Service
* Filtering
* Security
* SNMP

Miscellaneous. )

* Port & Call Status
* System Status

* Call Log

* System Log

* Ping

AddPac www.addpac.com

* Langusge
* WAN Setup Port Control
* LAN Setup
* NAT Port Port Type InputGain OutputGain Caller ID Dial Pulse
* NTP
FOO E1 -I -
* System Time
* File Browser (s Ed
P02 E1
Bas
PO3 E1
+ Protocol
* Semver SIP (PED El
+ SemverH 3z P11 £l
* SIP Registration
P12 E1
* H.323 Registration
* EAT1 Trunk P13 E1

AddPac Technology
Mode! : MIG3000N_G2
HAW Version : 2.0
SIW Version - 8.41.089
Smart Web Version : 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4) E1(4)
Protocol - SIP
Status - Unregistered
Current Calls - 0
CallNetwork : Static
172.17.20031
Mac Address: 0002.2403.1238

Adjust the input voice volume
from FXS/FXO/E1/E&M to DSP
and the output volume from
DSP to the phone or PSTN line;

25



Advanced : FAX

Smart Web Manager

I Fax

« Language

+ AN Selup Fax Mode & ®738 Cinband T.38 ('Bypass

« LAN Setup

- NAT Fax Rate @ D Disable 02400 © 4800 O 7200 ® 9600
- NTP

- System Time
* File Browser

Basi

* Protocol
- ServerSIP

* ServerH323

* SIP Registration

* H.323 Registration
= EUT1 Trunk

* FXS Extension

= E1/T1 Extension

- DTMFICODEC

* VoIP Dial Plan

- Static Route

* Hot Line

Advanced o

« Fort Control
- Fax

* Senice

* Filtering

* Security

- SNMP

Miscellaneous o

- Port & Call Status
« System Status

- Call Log

« System Log

* Ping

AddPac

1200014400

www.addpac.com

AddPac Technology
Moadel : MG3000N_G2
HAW Version 2.0
SIW Version - 8.41.089
Smart Web Version : 0.4
Smart Web Build : May 6 2011
Voice Interface

E1(4):E1(4)
Protocal - SIF.
Status - Unregistered
Current Calls - 0
CallNetwork : Static
1721720931
MacAddress: 0002 3403 936

Enable or disable T.38/Inband
T.36, which is fau internet
protocol and specify Baudrate

26



Advanced : Service

Smart Web Manager

* Language

* WAN Setup
* LAN Setup
* NAT

* NTP

= System Time
* File Browser

Basi

« Protocol
* ServersiP

* ServerH 323

* SIP Registration

* H.323 Registration
* EVT1 Trunk

* FXS Extension

* EVT1 Extension
* DTMFICODEG

* VoIP Dial Plan

+ Static Route

* HotLine

= Port Control
* Fax

* Service

* Filtering

* Security

* SNMP

Miscellaneous o

* Fort & Call Status
* System Status

* CallLog

* System Log

* Fing

AddPac

| service

| Enable Telnet

¥ Enable HTTP

@
Applicaton Services &/ Enable FTP

¥ Enable Syslog

Timer & Inter Digit Time.
Transfer

Call Service ¢
Hold

SIP Transfer & Mode

Skype Server Use

Call Holded Action

Hunt Algorism

Change Password 1D - root

Server Port

default 23, 1-65535)

SemverPort [0 |(default 80, 1-65535)

Control Port default 21, 1-65535)
Data Port default 20, 1-65535)
Primary Server Port (default 514)
Secondary Server Port (default 514)

Log Level
Log Command

7-debug

sec (default 3, 1-600)

Hook-Flash ® Not-assigned

) Hook-Flash ® Not-assigned
®hiind " Attended
UEnable’® Disable

® status1-Tone " Announcement(G.741 Only)None.

New Password

www.addpac.com

AddPac Technology
Model : MIG3000N_G2
HAW Version 2.0
S Version © 8.41.089
Smart Web Version : 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4): E14)
Protocol - SIP
Status - Unregistered
Gurrent Galls - 0
CallNetwork : Static
1724720931
Mac Address: 0002 a403 1838

Enable or disable Telnet, HTTP.
FTP and specify the acess port
and Call Hold Transfer and
Timer

27



Advanced : Filtering

Smart Web Manager

I Fittero

* Language AddFac Technology
« WAN Setup TP Filter Model : MG3000N_G2
+ LaN setun HAW Version : 2.0
SIW Version : 8.41.089
= NAT Network Addr Network Mask Control Smart Web Version - 0.4
 NTP Smart Web Buid : May 6 2011
+ System Tme [ [ Add Veice ntetace
« File Browser E164): E164)
HTTP Filter Protocol - SIF

Status  Unregistered
Current Calls - 0

CallNetwork: Static
= Protocol

172.17.209.31
+ SeversiP ] ] Add

Mac Address: 0002.2403.7038
* ServerH.3z3

Ba:

Network Addr Network Mask Control

. Telnet Filter
SIP Registration Description
* H.323 Registration
B, J—— T Control For FTP, HTTP, Telnet, set up

one IP o IP band for allowing

* FXS Extension C——— [ Add access

= E/T1 Extension
* DTMFICODEC
= VolP Dial Plan

* Static Route

= Hot Line

Advanced o

* Port Control
* Fax

* senice

* Filtering

* Security

* SNMP

Miscellaneous ®

= Port & Call Status
* System Status

= CallLog

* System Log

* Ping

AddPac www.addpac.com



Advanced : Security

Smart Web Manager

Y | Security

* Language AddPac Technology
« WAN Setup Model : MG3000N_G2
HAW Version : 2.0
LANSetD S Version - 8.41.089

| — Smat Web Varsion 0.4

Enable ®Disable

* NTP Allowed IP Address List e Smart Web Build : May 6 2011
« System Time Vaice Interface
« File Browser 5 ) . ® E1i4): E1(4)

WarDialing Fitering ¢ Ensble ®Disable Protocol - SIP

Status - Unregistered

Basi Allow Digit Length(IP to Current Calls : 0
i W
« Protocol psT & " ax CallNetwork Static
172.17.20031
- Server SIP

H323 Shutdown & Wac Address™ 00023403 1938

- SenverH 323
* SIP Registration OEnable ®Disabie
« H.323 Regitration

EAT1 Trunk

- FXS Extension

- E1T1 Extension

DTWFICODEC

= VolP Dial Plan

Static Route
= Hot Line

Advanced e

« Port Control
- Fax

- Service

* Fitering

* Security

= SNMP

Miscellaneous e

* Poit & Call Status
* System Status

« CallLog

« System Log

* Ping

AddPac www.addpac.com



Advanced : SNMP

Smart Web Manager

| snmP

* SIP Registration

* H.323 Registration

= EUT1 Trunk

* FXS Extension
= E1/T1 Extension

- DTMFICODEC

* VoIP Dial Plan

- Static Route

* Hot Line

Advanced o

« Fort Control
- Fax

* Senice

* Filtering

* Security

- SNMP

Miscellaneous o

- Port & Call Status
« System Status

- Call Log

« System Log

* Ping

AddPac

www.addpac.com

= Language
* WAN Setup Use SNMP Yes @ No
= LAN Setup
- NAT Server Port [161  |cdefault 161, between 1 to 65535)
* NTP
- System Time Name Read 13 Conrol
* File Browser Communit

SnwPp ity Delate
[
* Protocol Name. Version P Port Control
- ServerSIP Trep Delete
* ServerH.323

AddPac Technology
Moadel : MG3000N_G2
HAW Version 2.0
SIW Version - 8.41.089
Smart Web Version : 0.4
Smart Web Build : May 6 2011
Voice Interface

E1(4):E1(4)
Protocal - SIF.
Status - Unregistered
Current Calls - 0
CallNetwork : Static
1721720931
MacAddress: 0002 3403 936

Enable or disable SNMP

30
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Miscellaneous

www.addpac.com
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Miscellaneous : Port é

Smart Web Manager

1 Port & Call Status
+ Language . -, | Adopac Technology
. Model : MG3000N_G2
WAN Setup Port status (E1) -
© Lan setup HIW Version : 2.0
S/ Version - 8.41.080
* NAT Ports Channel Group Control Smart Web Version - 0.4
* NTP om0 Channel ! ; ; | { { ) { { Unblock Smart Web Build - May 6 2011
* System Time stas  [w[o ool e e e e e e e e e e e Block Voice Interface
« File Browser e E1(4) - E1(4)
woron Channel 07/05,09/101 1213114/ 15/16 17 1 Unblack Ll e
staws [0 e e e e e e e Block Status - Unregistered
Basi o
Channel 1011/12[13/14/15/16 17 1 Unblock CurrentCalls: 0
SLOT 02 il CallNetwork : Static
* Protocol srus W[ e e e e e e Block 172,17 2081
+ ServersiP e F1ahalts] .
Channel 171 Unblock Mac Addrese: 0002.2403.1038
* ServerH 323 L
staws (1000111 oD oonoDnooone Block
* SIP Registration
o Ao AT
* H.323 Regisiration SLOT 110 = T —
aus oo [ oo o oo e [ e e o v oct
+ FXS Extension SLoT 1A P Unblock
+ E4/T1 Extension staus [0 e e e e e e Block
o7 loeloal 10/ 11 1213l1als]
+ DTMFICODEC worm Channel 07/05,09101/121314/15/16 17 1 Unblock
« VolP Dial Plan staws [0 e e e e e e e Block
+ Static Route Channel 07,0809/10 1 1213 1415 Unblock
sLoT 13
* Hot Line starus |80 e T e e e e e e e e e e Block
Advanced e Call State : [7(ldle) (Ring || Dial) ~ [7(Called) (Caling) (Blocked)
+ Port Control Call State
. Fax
* Service ‘ Port® | Direction'® | Establiched Time & Caliing Number & Called Number® | CODEC® |  SrciDest. P&
+ Fitering . .
+ Security
+ SNMP
Miscellaneous. e
* Port & Cal Status
+ System Status
« CallLog
+ System Log
« Ping

AddPac www.addpac.com



Miscellaneous : SySté

Smart Web Manager

I System Status

* Language
* WAN Setup Voice Port
* LAN Setup
AT sort LineTyps Status = Callium  Tealled Tealling
= NTP or 0: 0 Link Doun -1 -1 -1
. 710 Link Dawn -1 -1 -1
System Time 2: 0 Link Down -1 -1 -1
* File Browser o7 3 0 Link Dawn -1 -1 -1
1 0: 0 Link Down -1 -1 -1
17 1: 0 Link Doum -1 -1 -1
Basi 1 2: 0 Link Down -1 -1 -1
30 Link Doun -1 -1 -1
* Protocol
* Server SIP
SIPUA
* ServerH.323
* SIP Registration Proxyserver Registration Information

sstration cptien = el

* H:323 Registration . et :
« BT Trunk Yo Froxysezver Information.

* FXS Extension SIP UA Timer counters

* E1/T1 Extension e

* DTMF/CODEC timer) = 500 msec.

* VoIP Dial Plan
- Static Route

* Hot Line tsipping (sip ping timer)
v (sip srv retzy cimer
thppolling
Advanced ® 512 UA Session Timer value
Min-SE - 1200 s=c.
= Port Control Session-Expires 8

Fax

« service
* Filtering
* Security
= SNMP

cellancous @

* Port & Call Status
* System Status
* Call Log

* System Log

Reliable Provisiena

1 Response Option : Supported with value <100zel>
efault

NULL

ing Method of Incoming Call : Default

L
fresh Methed = INVITE
ation information on registravien = Yes
Translation

* Ping

AddPac www.addpac.com

AddPac Technology
Model : MG3000N_G2
HIW Version : 2.0
SIW Version - 5.41.039
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface
E14):E14)
Protocol : SIP
Status - Unregistered
Current Calls - 0
CallNetwork : Static
172.17.200.31
Mac Address: 0002.3403.1938

Verify the present port
information, Server Register
status, CPU and Memory usage
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Miscellaneous : Call

Smart Web Manager

- Language

= WAN Setup
= LAN Setup
- NAT

= NTP

- System Time
* File Broveer

Basi

* Protocol
- ServersiP

- ServerH.323

* SIP Registration

* H.323 Registration
=« EUT1 Trunk

= FXS Extension

= E1/T1 Extension
* DTMF/CODEC

= VoIP Dial Plan

- Satic Route

* HotLine

Advanced °

= Fort Control
- Fax

* Service

* Fitering

= Security

= SNMP

Miscellaneous °

* Port & Call Status
* System Status

* Call Log

* System Log

» Ping

AddPac

I callLog

Calilam ZvensTime

Desczips

CallingPazzylium

Caliedparvytian

RenoseD

Dur Resson

www.addpac.com
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Miscellaneous : SySté

Smart Web Manager

I System Logo

* Language
* WAN Setup comana logging mrfers (messages logged)
* LAN Setup
pr 17 16 3 vy 172 .207.1, show run
= NAT 3 vty 172.17.207.1, em
e s oy 27202712071 logging svens T-cebug
= System Time
+ e Broucer event logging butters (me 2oggma)
pr 17 16142008 vey Cioss Vey Commestien frem 172.17.207.1 ia: 30
Basic
* Protocol
= Server SIP

* ServerH.3z3
* SIP Registration

* H.323 Registration
= EVT1 Tunk

* FXS Extension

= E/T1 Extension
* DTMFICODEC

= VolP Dial Plan

* Static Route

= Hot Line

Advanced o

* Port Control
* Fax

* senice

* Filtering

* Security

* SNMP

Miscellaneous ®

= Port & Call Status
* System Status

= CallLog

* System Log

* Ping

AddPac www.addpac.com

AddPac Technology
Model : MG300ON_G2
HIVW Version : 2.0
S/ Version : 8.41.089
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4): E1(4)
Protocol - SIP
Status  Unregistered
Current Calls - 0
CallNetwork: Static
172.17.200.31
Mac Address: 0002.2403.7038

Retrieve the system log
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Miscellaneous : Ping

Smart Web Manager

I Pings
* Language
* WAN Setup
* LAN Setup
= NAT
« NTP

- System Time
* File Browser

Basi

= Protocol
* ServerSIP

* ServerH.3z3

* SIP Registration

* H.323 Registration
= EVT1 Tunk

* FXS Extension

= E/T1 Extension
* DTMFICODEC

= VolP Dial Plan

* Static Route

= Hot Line

Advanced o

* Port Control
* Fax

* senice

* Filtering

* Security

* SNMP

Miscellaneous ®

= Port & Call Status
* System Status

= CallLog

* System Log

= Ping

AddPac www.addpac.com

AddPac Technology
Model : MG300ON_G2
HIVW Version : 2.0
S/ Version : 8.41.089
Smart Web Version - 0.4
Smart Web Build - May 6 2011
Voice Interface

E1(4): E1(4)
Protocol - SIP
Status  Unregistered
Current Calls - 0
CallNetwork: Static
172.17.200.31
Mac Address: 0002.2403.7038

Verify the outgoing Ping to the
outside from the device by
entering IP address and URL
Verify netuork status of the
location in where the terminal is
located
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Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com

www.addpac.com
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