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Skype Interworking Test 
(GW Skype :using online number)(GW – Skype :using online-number)

(1) OK

Test System Diagram (GW – Skype)
(1)  OK

PSTN Analog Phone

070-7951-0919 
( online-number from Skype WEB)

(2) OK
(3) OK

Test Point ResultTest Point Result

PSTN – Skype OK

PSTN – G/W OK
FXS Interface

G/W – Skype OK

AddPac VoIP GW Series
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Analog Phones



Skype Interworking Test 
(IP PBX Sk i li b )(IP-PBX– Skype :using online-number)
Test System Diagram (IP-PBX – Skype)

070-7951-0919 

PSTN Analog Phone

(1) OK(2) OK

( online-number from Skype WEB)

Test Point ResultTest Point Result

PBX– Skype OK

PBX– PSTN OK

LAN

10/100Mbps 
Ethernet

10/100Mbps 
Ethernet

AddPac IP-PBX Series
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Skype Interworking Test 
(IP PBX Sk i Sk )(IP-PBX– Skype :using Skype-name)
Test System Diagram (IP-PBX – Skype)

PSTN  Analog Phone
abc.woosun 

Call To : abc.addpac.com 
(1) OK 

Translate Called N mber (abc addpac com)Translate Called-Number (abc.addpac.com) 
to extension - number

LAN

10/100Mbps 
Ethernet

10/100Mbps 
Ethernet

AddPac IP-PBX Series
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Abc.addpac.com
(extension number : 1000)

IP Terminals



Skype Configuration for IP-PBX or G/W  (1/3)yp g ( )

Skype for SIP Beta

SIP Registration Information for IP-PBX or 
VoIP Gateway

• user
• password
• SIP domain
• UDP port
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Skype Configuration for IP-PBX or G/W  (2/3)yp g ( )

Manage online numbers

Assign the online-number for receiving a PSTN  or
VoIP call.
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Skype Configuration for IP-PBX or G/W  (3/3)yp g ( )

Configure Extension Line
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Assign the extension line number for receiving a PSTN  or
VoIP call.



Configuration for Skype Applicationg yp pp

Online number for Skype Application

Assign the online-number for receiving a PSTN  or
VoIP call.
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AddPac VoIP Gateway Configurationy g

AddPac G/W configuration

dial-peer voice 0 pots
destination-pattern 827078931524
port 0/0

i t 164

Configure online-number for receiving a call.
Also, The authentication  information should be 
configuredno register e164

user-name 99051000003457
user-password e8kVVTU2Jxxxxx
!
dial-peer voice 1 pots

configured.  
- reference page 4-5

dial peer voice 1 pots
destination-pattern 99051000003457
port 0/0
user-password e8kVVTU2Jxxxxx

i

The authentication information should be 
configured for REGISTRATION.
- reference  page 5

sip-ua
sip-server sip.skype.com
called-party-number to-field

Configure SIP-Proxy Server information.
The option(called-party-number) should be 
configured for  extracting called-number from ‘To 
filed’.
- reference  page 5
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AddPac IP-PBX Configuration(1/4)g ( )

Skype Proxy Server Configuration

Configure SIP-Proxy Server information.
- reference the page 5

The authentication  information should 
be configured.  
- reference the page 4
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AddPac IP-PBX Configuration(2/4)

Translation Rule Configuration

g ( )

Configure  Translation-Rules for inbound and outbound call.

For  the outbound call starting  with ‘070’,  Eliminate one digit, and then insert ‘82’ digits.
( ex:   called-number  070-8888-9999  8270-8888-9999)
For  the inbound call starting  with ‘8270’,  Eliminate two digits, and then insert ‘0’ digit.
( ex:   called-number  8270-8888-9999 070-8888-9999)
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AddPac IP-PBX Configuration(3/4)

Apply Translation Rule

g ( )

Apply Translation-Rule for outbound call.Apply Translation Rule  for outbound call.
Apply Translation-Rule  for inbound call.
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AddPac IP-PBX Configuration(4/4)

Configure Routing Pattern

g ( )

Configure  the calling number translation rule.
( Skype  Proxy Server allows only registered user ID.)
reference the page 5- reference the page 5
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SIP REGISTER (1/3)( )

AddPac IP-PBX Series

(1) REGISTER

(2) 401 Unauthorized

(3) REGISTER

(4) 200 OK
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SIP REGISTER (2/3)( )

(1) REGISTER

SIP user  is inserted to From-Field.
- reference the page 5

(2) 401 Unauthorized(2) 401 Unauthorized
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SIP REGISTER (3/3)( )

(3) REGISTER(3) REGISTER

(4) 200 OK(4) 200 OK
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Inbound Call from Skype (1/5)yp ( )

AddPac IP-PBX Series

(1) INVITE

(2) 183 Session Progress

(3) 200 OK

(4) ACK
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Inbound Call from Skype (2/5)yp ( )

(1) INVITE
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Inbound Call from Skype (3/5)yp ( )

(2) 183 Session Progress
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Inbound Call from Skype (4/5)yp ( )

(3) 200 OK
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Inbound Call from Skype (5/5)yp ( )

(4) ACK
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Outbound Call from IP-PBX (1/7)( )

AddPac IP-PBX Series

(1) INVITE

(2) 407 Proxy Authentication

(3) ACK

(4) INVITE(4) INVITE

(5) 180 Ringing

(6) 200 OK

(7) ACK

(5) 180 Ringing

www.addpac.com 23

(7) ACK



Outbound Call from IP-PBX (2/7)( )

(1) INVITE
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Outbound Call from IP-PBX (3/7)( )

(2) 407 Proxy Authentication
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Outbound Call from IP-PBX (4/7)( )

(3) ACK
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Outbound Call from IP-PBX (5/7)( )

(4) INVITE
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Outbound Call from IP-PBX (6/7)( )

(5) 180 Ringing
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Outbound Call from IP-PBX (7/7)( )

(6) 200 OK

(7) ACK
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Phone +82.2.568.3848 (KOREA)( )
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com
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