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Hierarchical Registration for Fail Over Service
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Hierarchical Database Backup for Redundancy
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Active-Active & Active-Standby System Mirroring
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SMM Integrated Management
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NMS System for Whole Site Management
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IPNext IP-PBXs for 
Hierarchical VoIP Network
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IPNext10000 LargeIPNext10000 Large 
Capacity IP-PBX
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IPNext10000 Next Generation IP PBX
Main Features

IPNext10000Next Generation IP-PBX 
• IP based Advanced PBX Solution

IPv4/IPv6 based Dual Network Protocol Support

IPNext10000 Next Generation IP-PBX

• IPv4/IPv6 based Dual Network Protocol Support
• External RTP Proxy Function Support

– External RTP Proxy Server for Private Address :  AP-RS3000 y
• External Application (IVR, RBT, UMS,etc) Function Support

– External Application Server : AP-AS10000 
P f l M t d U F i dl F t• Powerful Management and User Friendly Features

• Fault Tolerant and Scalability Architecture
• High-performance Video Audio and Voice ServiceHigh performance Video, Audio, and Voice Service
• Firmware Upgradeable Architecture
• Linux Operation System
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System Redundancy Features
IPNext10000 Next Generation IP PBX

• Active– Active Duplication Scheme
• Active Standby Duplication Scheme

IPNext10000 Next Generation IP-PBX 

• Active – Standby Duplication Scheme
• VRRP based Duplication Scheme

Private IP Network Public IP Network

System 1 is  
D

First : System 1
Secondary : System 2

GMG
PSTN

register

Down

Media Gateway

MGMG

ITSP Softswitch
(external trunk)Registrationregister

register

register

System 2 is 
Active

Active Standby Duplication Scheme (example)
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System Redundancy Features
IPN t10000 N t G ti IP PBX

• Active-Active Redundancy (IP Centrex Service Example) 

IPNext10000 Next Generation IP-PBX 

MCU Voice Recording 
Server

NMS

MCU
NMSCluster ACluster A Cluster BCluster BVoice Recording 

Server

LDAP LDAP

Service Handover
RBT/UMS/IVR/PS

Application Server
IPNext10000RBT/UMS/IVR/PS

Application Server

Service Handover
IPNext10000
Call Manager Call Manager

Internet

PBX PBX
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IPN t10000 N t G ti IP PBX
IP Centrex Service 
IPNext10000 Next Generation IP-PBX 

Video/Audio MCU
HQ

System Backup Configuration
for Fault Tolerant Service

NMS

LDAP

Voice Recording Server

RBT/UMS/IVR/PS
Application Server

IP terminals of Branch A re-registers to IPNext10000

IPNext10000
Call Manager

Application Server

IP t i l f B h C i t t A li ti S f HQ

Internet

g
when branch A IP-PBX system failure is occurred. IP terminals of Branch C re-registers to Application Server of HQ

when local application server failure is occurred. 

PBX PBXBranch A Branch C

Company B

Company A
(Internal PBX)

Company D
(Phone)Company C

(Internal PBX PS)

PS
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IPNext3000 IP-PBX
(One System, Dual IP-PBX)
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IPNext3000 Next Generation IP PBX
Main Features
IPNext3000 Next Generation IP-PBX

• IP based Advanced Mobile IP-PBX Solution
• IPv4/IPv6 Multimedia Telephony Solution for Large OfficeIPv4/IPv6 Multimedia Telephony Solution for Large Office
• System Duplication Support (Dual System Board, Dual Power Supply)
• Powerful Management and User Friendly Features
• Fault Tolerant and Scalability Architecture• Fault Tolerant and Scalability Architecture
• High-performance Video, Audio, and Voice Service
• Firmware Upgradeable Architecture

IVR S i ith S i Edit• IVR Service with Scenario Editor 
• Voice Mailing Service 
• Presence Service for High-End IP Phone, Video Phone, UC 
• RTP Proxy Service for Private IP service
• SIP, H.323 Signaling for Outbound Calls
• Various Call Scenario (Call Pickup, Call Park, Call Transfer, etc)
• Various IP Multimedia Terminal Support 
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RISC

CPU
Hardware Specification
IPNext3000 Next Generation IP PBX CPUIPNext3000 Next Generation IP-PBX

• 64bit High-End Microprocessor Computing Power
• Main Chassis

– Dual Redundancy CPU Boards for System Fault Tolerant
T (2) 10/100/1000Mb Gi bit Eth t• Two(2) 10/100/1000Mbps Gigabit Ethernet 

• One(1) RS-232C Console (RJ45)
• Two(2) 3.5 Inch Hard Disk Interface Slot (RAID 1)

– Dual Redundancy Power Supply Module
– Hot-Swap Features
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RISCHardware Specification
IPN t3000 N t G ti IP PBX CPUIPNext3000 Next Generation IP-PBX

IPNext3000 Front SideIPNext3000 Front Side

Power On/Off Switch
for System

CPU Board
(Hot-Swap) Dual Power Supply

M d l
Dual 3.5 Inch

HDD Disks(RAID1)
: Hot-Swap

Modules
(Hot-Swap)

Power On/Off SwitchFAN Tray for Air Cooling
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RISC

CPU
Hardware Specification

IPNext3000 Next Generation IP PBX CPUIPNext3000 Next Generation IP-PBX

IPNext3000 Back Sidee t3000 ac S de

LAN0 for Active CPU

LAN1 for Active CPU

LAN0 for Standby
CPU

LAN1 f St db

Pl f PSU M d l A
Plug for PSU Module B

LAN1 for Standby
CPU
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IPNe t600 IP PBXIPNext600 IP-PBX
(One System, Dual IP-PBX)(One System, Dual IP PBX)
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IPNext600 Next Generation IP PBX
Main Features
IPNext600 Next Generation IP-PBX

• SIP Application Server, Proxy, Registrar and Location Server
• Multiple ITSP Trunk with SIP & H.323 Accounts Support
• Dual System Redundancy Architecture 

– Two(2) Fast Ethernet Interface / System
• High Performance RISC Architectureg
• Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)
• IPv4/IPv6 Dual Stack 
• RTP Proxy Function Embedded for Private IP and IPv6 Address Interworking
• User Presence Service Features for Smart Multimedia Messenger and Smart 

IP Phone
• IVR Scenario Editor, Voice Mail, Media Service (Coloring), Conference 

Firmware Upgradeable Architecture• Firmware Upgradeable Architecture
• Smart Multimedia Manager for IP-PBX Management
• Smart Messenger Service (click to dial) for Unified Communication
• VPMS (VoIP Plug&Play Management System) & Smart NMS for Large Scale• VPMS (VoIP Plug&Play Management System) & Smart NMS for Large Scale 

Deployment 
• Advanced Voice QoS Mechanism
• Dual Redundancy Power Module
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RISC

CPU
Hardware Specification
IPNext600 Next Generation IP PBX CPUIPNext600 Next Generation IP-PBX

• 64bit High-End  Microprocessor Computing Power
• Main Chassis

– Dual Redundancy CPU Boards for System Fault Tolerant
T (2) 10/100Mb Gi bit Eth t• Two(2) 10/100Mbps Gigabit Ethernet 

• One(1) RS-232C Console (RJ45)
– Dual Redundancy Power Supply Moduley pp y
– Hot-Swap Features

www.addpac.com 22



RISC

CPU
Hardware Specification
IPNext600 Next Generation IP PBX

IPNext600 Front Side

CPUIPNext600 Next Generation IP-PBX

IPNext600 Front Side
CPU Utilization 

Display 
Network Utilization 

Display 

Hot-Swap Button

CPU Board
(Hot-Swap) LAN0 for Active CPU

LAN1 for Active CPU

LAN0 for Standby
CPU

LAN1 for Standby
CPU
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RISC

CPU
Hardware Specification
IPNext600 Next Generation IP PBX

IPN t600 B k Sid

CPUIPNext600 Next Generation IP-PBX

IPNext600 Back Side Dual Power Supply
Modules

(Hot-Swap)

PSU Module A PSU Module B Power On/Off Switch
f S t
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IPNext190 HybridIPNext190 Hybrid 
IP-PBX
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IPNext190 Hybrid IP PBX
Main FeaturesMain Features
IPNext190 Hybrid IP-PBX 

• SIP Application Server, Proxy, Registrar and Location Server
• Multiple ITSP Trunk with SIP & H.323 Accounts Supportp pp
• High Performance RISC & Programmable DSP Architecture
• Two(2) 10/100Mbps Fast Ethernet (IP Share ,etc)
• 4 Module Slots for VoIP Gateway Interface, Up to 32 Port
• FXS FXO Interface ( 8 Port VoIP Module)FXS, FXO Interface ( 8 Port VoIP Module)
• VoIP Gateway : G.711/G.726/G.723/G.729, T.38 Fax , VAD, etc 
• Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)
• IPv4/IPv6 Dual Stack 
• RTP Proxy Function Embedded for Private IP and IPv6 Address Interworking
• User Presence Service for Smart Multimedia Messenger and Smart IP Phone
• IVR Scenario Editor, Three Party Conference (G.711)
• Unified Messaging Service (Voice Mail etc)Unified Messaging Service (Voice Mail, etc)
• Firmware Upgradeable Architecture
• Smart Multimedia Manager for IP-PBX Management
• Smart Messenger Service for UC 
• Advanced Voice QoS Mechanism
• Various Call Scenario (Call Pickup, Call Park, Call Transfer, etc)
• Various IP Terminal Support (Video Phone, IP Phone, WiFi Phone, Soft Phone)
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RISC

CPU
Hardware Specification
IPN t190 H b id IP PBX CPU

High-end

DSP
IPNext190 Hybrid IP-PBX 

• RISC Microprocessor Computing Power
• Main Chassis

– Network Interface
• Two(2) 10/100Mbps Fast Ethernet 
• One(1) RS-232C Console (RJ45)

– Four(4) VoIP Module Slots for FXS, FXO etcFour(4) VoIP Module Slots for FXS, FXO etc
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RISC

CPU High-end

Hardware Specification
IPNext190 Hybrid IP PBX CPU High end

DSP
IPNext190 Hybrid IP-PBX 

IPN t190 F t SidIPNext190 Front Side

LAN1 (10/100Mbps) Power Switch

Power Inlet

Console Port

LAN0(10/100Mbps)
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RISC

CPU High-end

Hardware Specification
IPN t190 H b id IP PBX

IPNext190 Back Side

CPU High end

DSPIPNext190 Hybrid IP-PBX 

PSTN Interface Module

Hot-Swap Switch & LAMP Indication
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VoIP GatewaysVoIP Gateways
for AddPac IP-PBX
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Large Capacity VoIP GatewaysLarge Capacity VoIP Gateways

Product AP3100P AP6200 AP6500 AP6800

Available VoIP
Modules

AP-FXS4, AP-FXO4
AP-FXS2O2, AP-

E&M4

AP-N1-FXS8, AP-N1-
FXO8, AP-N1-E&M4, AP-

N1-FXS4O4, AP-N1-
E1/T1, AP-N1-2E1/T1

AP-N1-FXS32
AP-N1-FXO32

AP-N1-FXS32
AP-N1-FXO32

A l P t U t 60 U t 80 U t 128 U t 256Analog Ports Up to 60
(4-Port Module x 15)

Up to 80
(8-Port Module x 10)

Up to 128
(32-Port Module x 4)

Up to 256
(32-Port Module x 8)

Signaling SIP, H.323 SIP, H.323 SIP, H.323 SIP, H.323

CPU Redundancy N/A N/A Support SupportCPU Redundancy
(Dual CPU)

N/A N/A Support 
(Option)

Support
(Option)

E&M Support Support N/A N/A

Module Slot for 
V IP M d l

15 Slots 10 Slots 4 Slots 8 Slots
VoIP Module

LAN Port 2 2 2 2

Console 1 1 1 1

Dual Power Supply Support Support Support Support
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Dual Power Supply
(Option)

Support Support Support Support



VoIP Gateways  (~24Port)VoIP Gateways  (~24Port)

Product AP1700 AP1800 AP2610 AP2620 AP2120N AP2330

Available AP-FXS4 AP-N1-FXS8 AP-FXS4 AP-FXS4 AP-N1-FXS8 AP-N1-FXS8Available
Modules

AP FXS4
AP-FXO4

AP-FXS2O2
AP-E&M4

AP-E1

AP N1 FXS8
AP-N1-FXO8

AP-N1-FXS4O4
AP-N1-E1

AP FXS4
AP-FXO4

AP-FXS2O2
AP-E&M4

AP FXS4
AP-FXO4

AP-FXS2O2
AP-E&M4

AP-E1

AP N1 FXS8
AP-N1-FXO8

AP-N1-FXS4O4

AP N1 FXS8
AP-N1-FXO8

AP-N1-
FXS4O4

Analog Ports Up to 8 Up to 16 Up to 4 Up to 8 Up to 16 Up to 24

Signaling SIP, H.323 SIP, H.323 SIP, H.323 SIP, H.323 SIP, H.323 SIP, H.323

Digital E1/T1 Up to 2E1 Up to 2E1 N/A Up to 2E1 N/A N/A

E&M Support N/A* Support Support Support N/A*

Module Slot Two(2) Two(2) One(1) Two(2) Two(2) Three(3)

LAN Port 2 2 2 2 2 2

Console 1 1 1 1 1 1
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Power Single PSU Single PSU Single PSU Single PSU Single PSU Single PSU 



VoIP Gateways  (~32Port)VoIP Gateways  (~32Port)

Product AP2340 AP2640 AP2650

y ( )y ( )

Available AP N1 FXS8 AP FXS8 AP FXS8Available
Modules

AP-N1-FXS8
AP-N1-FXO8

AP-N1-FXS4O4

AP-FXS8
AP-FXO8

AP-FXS4O4
AP-E&M8

AP-E1

AP-FXS8
AP-FXO8

AP-FXS4O4
AP-E&M8

AP-E1

Analog Ports Up to 32 Up to 32 Up to 32

Signaling SIP, H.323 SIP, H.323 SIP, H.323

Digital E1/T1 N/A Up to 2E1 Up to 2E1

E&M N/A* Support Support

Module Slot Four(4) Four(4) Four(4)

LAN Port 2 2 2

Console 1 1 1
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Console 1 1 1

Power Single PSU Single PSU Dual PSU 



Digital VoIP Gateways (1~16 E1/T1)Digital VoIP Gateways (1~16 E1/T1)g y ( )g y ( )

Product AP1850 AP-MG3000 AP-MG3800 AP-MG5000

Available AP N1 E1 APv2 1E1 HIM VoIP4E1 HIM 4E1Available
Modules

AP-N1-E1
AP-N1-2E1

APv2-1E1
APv2-2E1
APv2-4E1

HIM-VoIP4E1
(4 E1/T1 Module)

HIM-4E1
(4 E1/T1 Module)

VoIP Signaling SIP H 323 SIP H 323 SIP H 323 SIP H 323VoIP Signaling SIP, H.323 SIP, H.323 SIP, H.323 SIP, H.323

Digital E1/T1 Up to 4E1 Up to 4E1 Up to 8 E1 Up to 16E1

Digital Signaling ISDN PRI, R2 ISDN PRI, R2 ISDN PRI, R2 ISDN PRI, R2

Module Slot Two(2) Two(2) Two(2) Four(4)

LAN Port 2 2 2 2

Console 1 1 1 1
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IP Video PhonesIP Video Phones
for AddPac IP-PBX
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IP Video Phones for AddPac IP-PBX

AP-VP500 AP-VP350 AP-VP300N AP-VP280 AP-VP250 AP-VP230 AP-VP150 AP-VP120

LCD Size 12.1 Inch
Touch
Screen

7Inch
Touch
Screen

7Inch
Touch
Screen

7Inch
Touch
Screen

4.3Inch
Touch
Screen

5Inch
Touch
Screen

4.3Inch
Touch
Screen

4.3Inch

Camera CCD CCD CCD CMOS CMOS CMOS CCD CMOS

Video
Codec

H.263
MPEG4
H.264

H.263
MPEG4
H.264

H.263
MPEG4
H.264

H.263
MPEG4
H.264

H.263
MPEG4
H.264

H.263
MPEG4
H.264

H.263
MPEG4
H.264

H.263
MPEG4
H.264H.264 H.264 H.264 H.264 H.264 H.264 H.264 H.264

Signaling H.323/SIP H.323/SIP H.323/SIP H.323/SIP H.323/SIP H.323/SIP H.323/SIP H.323/SIP

Video
MCU N/A

4-Party
Video N/A N/A N/A N/A N/A N/A
MCU

Voice 
MCU

3-Party 3-Party 3-Party 3-Party 3-Party 3-Party 3-Party 3-Party

LAN Port 2 2 2 2 2 2 2 2
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LAN Port 2        2 2 2 2 2 2 2

PoE N/A N/A Support Support Support Support Support Support



IP PhonesIP Phones
for AddPac IP-PBX
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IP Phones for AddPac IP-PBX

AP-IP300 AP-IP250 AP-IP230 AP-IP160 AP-IP120 AP-IP90

LCD Size 4.3 Inch Color 
LCD

4.3 Inch Color 
LCD

5 Inch
Color LCD

4 Text Line
Graphic LCD

4 Text Line
Graphic LCD

4 Text Line
Graphic LCD

Touch Screen N/A Support Support N/A N/A N/A

Speed-Dial 
Keys

25 Key with
Presence LED

Touch Screen 
based 25 Keys

Touch Screen 
based 25 Keys

16 Key with
Presence LED

12 Key with
Presence LED

N/A

Voice 
Codec

G.711/G.726/
G.729/G.723

G.711/G.726/
G.729/G.723

G.711/G.726/
G.729/G.723

G.711/G.726/
G.729/G.723

G.711/G.726/
G.729/G.723

G.711/G.726/
G.729/G.723

Signaling H.323/SIP H.323/SIP H.323/SIP H.323/SIP H.323/SIP H.323/SIP

3 Party Support Support Support Support Support Support3-Party
Conversation

Support Support Support Support Support Support

LAN Port 2 2 2 2 2 2

PoE(Option) Support Support Support Support Support Support
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FXO(Option) Support Support Support Support Support Support



IP Extend Key Pack Comparison TableIP Extend Key Pack Comparison Table

Model AP-PT100 AP-PT50 AP-PT20

Service Features

Key Type 7 inch LCD Touch Screen Push Button with User 
Presence Indication 

LAMP

Push Button with
User Presence Indication 

LAMP

Key Number Default : 9(row) x 
4(column) = 36

60 Key 40 Key

User Presence 
Indication

Support LED on, 
LED off

LED on, 
LED offIndication LED off,

LED Blink
LED off,
LED Blink

Multiple Cascading Support Support Support

Speaker Support Support Support

LAN Port 2 2 2

PoE(Option) Support Support Support

Application IP Phone or Video Phone IP Phone or Video IP Phone or Video Phone 
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IP Wifi Phone
AP-WP100 IP Wifi Phone

• Wi-Fi IP Phone Solution

AP-WP100 IP Wifi Phone

• Various Call Scenario Support (IP-PBX) 
• State-of-art SIP Signaling
• IEEE802.11b/g up to 54Mbps
• WPA(Wifi Protected Access), 802.11i Security Standard
• Wi-Fi IP Audio Broadcasting Terminal Solution
• External Audio In/Out Port for Headset
• Firmware Upgradeable Architecture
• VoIP Solution with Outstanding Network Service Capability
• Audio Privacy Protection
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AP SMP100 Soft Phone (Video/Voice)
Smart Communicator

• MS-Window based Soft-Phone
S M l i di (Vid /V i ) S f Ph

AP-SMP100 Soft Phone (Video/Voice)

• Smart Multimedia (Video/Voice) Soft-Phone
• IP Real-time Audio/Video Broadcasting Terminal Solution
• Built-In Smart Messenger Functiong
• Up to 30fps with VGA-Resolution(MPEG-4)
• Video Conference Call Support (AddPac External MCU Inter-

working)working)
• Advanced Voice/Video Traffic QoS
• SIP, H.323* Signaling Support
• Support Various Call Signal via AddPac IP-PBX Inter-working 
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Smart Messenger 

• MS-Window based Application
S t M S i• Support Messenger Service

• Support Various Address Book
• Support User Presence Information

AP-VP300

pp
• Support User Search Feature
• Interoperation with Address Book and Smart Phone
• Support Smart Phone Control and Setup• Support Smart Phone Control and Setup

• Call Control and Forward Setup
• Support Unified Message Box

• Voice Mail Box
• Short Message Box

Smart Messenger
AP-VP280
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Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail : sales@addpac.com
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